Abrasion. 

Proposed Method of Test for Abrasion of Coarse Aggregate. Report of Committee 
D-4, Appendix, 350. 

Absorption. 

Comparison of Natural Weathering with Laboratory Tests of Clay Brick, by D. E. 
Parsons. Report of Subcommittee XI, Committee C-3, Appendix II, 252. 

Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 

The Relation of Freezing-and-Thawing Resistance to Physical Properties of Clay and 
Shale Building Brick, by J. W. McBurney. Report of Subcommittee XI, Com- 
mittee C-3, Appendix I, 247. 

Tentative Methods of Sampling and Testing Structural Clay Tile, 807. 


Tentative Methods of Tests for: : 
Brick (Modulus of Rupture, Compressive Strength, Absorption), 791. _ 
Laminated Tubes Used in Electrical Insulation, 1030. 
Sheet and Plate Materials Used in Electrical Insulation, 1067. 
Tentative Specifications for Reinforced-Concrete Culvert Pipe, 817. 


Weathering and Porosity (of Brick). Report of Subcommittee XI, Committee C-3, 
243. 


Acidity. 
See Neutralization. 
Adhesion Test. tank 
Tentative Methods of Test for: 
Adhesion of Vulcanized Rubber (Friction Test), 1173. 
Adhesion of Vulcanized Rubber to Metal, 1180. 
and Specifications for Friction Tape for General Use for Electrical Purposes, 1104. 
and Specifications for Rubber Insulating Tape, 1110. 
Admiralty Metal. 
Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Aggregates. 
Concrete and Concrete Aggregates. Report of Committee C-9, 265. 
Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 


Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 

Proposed Method of Test for Abrasion of Coarse Aggregate. Report of Committee 
D-4, Appendix, 350. 
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Aggregates (Continued): 


Alkalinity. 


Tentative Methods of Test for: 
Amount of Material Finer than No. 200 Sieve in Aggregates, 832. 
Determination of Voids in Coarse Aggregate for Concrete (Dry Rodded), 846, 
Soundness of Coarse Aggregates by Use of Sodium Sulfate or Magnesium Sulfate, 

837. 
Soundness of Fine Aggregates by Use of Sodium Sulfate or Magnesium Sulfate, 842. 

Tentative Revision of Standard Method of Test for Sieve Analysis of Aggregates for 

Concrete, 1395. 


Aging Test. 


Tentative Methods of Test for Accelerated Aging of Vulcanized Rubber, 1167. 

Tentative Specifications for Insulated Wire and Cable: Class AO, 30 per cent Hevea 
Rubber Compound, 1115. 

Tentative Specifications for Insulated Wire and Cable: Performance Rubber Com- 
pound, 1141. 

See also Steel. 

Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 

Effect of Temperature on the Properties of Metals. Report of Joint Research Com- 
mittee, 121. 

Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of Committee 
A-10, 107. 

Proposed Revisions in Tentative Standard for Steel. Report of Committee A-1, 
Appendix, 69. 

Report on Effect of Long-Time Heating With and Without Stress on Impact Resistance 
of 18 per cent Chromium, 8 per cent Nickel Steel (K9 and K19 Steel). Report of 
Joint Research Committee on Effect of Temperature on the Properties of Metals, 
Appendix, 126. 

Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic Test- 
ing, 726. 

Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests of 
Metallic Materials, 1291. 

Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 

Tentative Revision of Standard Specifications for Alloy-Steel Bolting Material for 
High-Temperature Service, 1386. 

Tentative Revision of Standard Specifications for Quenched-and-Tempered Alloy-Steel 
Axles, Shafts and Other Forgings for Locomotives and Cars, 1377. 

Tentative Specifications for: 

Alloy-Steel Castings for Valves, Flanges and Fittings for Service at Temperatures 
from 750 to 1100 F., 597. 

Carbon-Steel and Alloy-Steel Castings for Railroads, 561. 

Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 

Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. 

Corrosion-Resisting, High-Strength, Chromium-Nickel Steels (Sheet and Strip), 
677. 

Forged or Rolled Alloy-Steel Pipe Flanges, Forged Fittings, and Valves and Parts 
for Service at Temperatures from 750 to 1100 F., 616. 

Heat-Treated Carbon- and Alloy-Steel Track Bolts, 556. 

Seamless Alloy-Steel Pipe for Service at Temperatures from 750 to 1100 F., 605 

12 per cent Chromium Steel Castings, 623. 


See Neutralization. 


Alloy Steel. 
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Alloys, Non-Ferrous. 
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Tentative Specifications for: 
19 per cent Chromium Steel Castings, 627. 7 = 
28 per cent Chromium Steel Castings, 631. es 
24 per cent Chromium, 12 per cent Nickel Alloy Steel Castings, 635. 
25 per cent Chromium, 20 per cent Nickel Alloy Steel Castings, 640. 
28 per cent Chromium, 9 per cent Nickel Alloy Steel Castings, 645. 
20 per cent Nickel, 9 per cent Chromium Alloy Steel Castings, 649. 
35 per cent Nickel, 15 per cent Chromium Alloy Steel Castings, 653. 


See also Brass; Bronze; Copper; Electrical Resistance and Heating Alloys; Light 
Metals. 
Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 
Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. 
Report of Committee D-14, Appendix, 458. 
Copper and Copper Alloys, Cast and Wrought. Report of Committee B-5, 179. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 141. 
Description of the photographic inspection of die-cast specimens exposed for 4 years 
at six outdoor locations, 214. 
Die-Cast Metals and Alloys. Report of Committee B-6, 181. 
Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report of 
Committee B-4, 176. 
Exposure and Corrosion Tests. Report of Subcommittee V, Committee B-6, 190. 
Discussion, 227. 
Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee B-3, 
167. 
An Investigation of Aluminum Die-Casting Alloys Nos. IVa and Va. Report of Com- 
mittee B-6, Appendix I, 184. 

Non-Ferrous Metals and Alloys. Report of Committee B-2, 136. 
The Role of Materials in Modern Housing, by John Ely Burchard, Summary of the © 
Proceedings of the Thirty-eighth Annual Meeting, 14. 

Screen Wire Cloth. Report of Committee D-14, 457. 

Spectrographic Analysis. Report of Committee E-2, 508. 

Aluminum. 

Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 

Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 

Description of the photographic inspection of die-cast specimens exposed for 4 years 2. 
at six outdoor locations, 214. 

Exposure and Corrosion Tests. Report of Subcommittee V, Committee B-6, 190. 4 
Discussion, 227. 

Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee B-3, 5 
167. 

An Investigation of Aluminum Die-Casting Alloys Nos. 1Vaand Va. Report of Com- 4 
mittee B-6, Appendix I, 184. 

Report of inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 

Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 
of Metallic Materials, 1291. 

Tentative Recommended Practice for ee Testing of Ferrous and Non- 
Ferrous Metals, 1319. a 
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Amaioy (Hot-Dip Lead). 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. - 


Analyses. 
See Chemical Analyses; Testing, Physical Methods of. 
(Methods of analyses, testing, etc., are also indexed under the materials and subjects 
covered by them.) 


Analysis Test Data. 
See Data, Analysis; and Presentation of. 


Annual Meeting. 
Annual Address by the President, Hermann von Schrenk, 27. 
Annual Report of the Executive Committee, 37. 

Ninth Award of Charles B. Dudley Medal. Summary of the Proceedings of the 
Thirty-eighth Annual Meeting, 13. 
Summary of the Proceedings of the Thirty-eighth Annual Meeting, 1. 


Anthracite. 


Apparatus. 


See Testing Apparatus. 


Asbestos. 
Textile Materials. Report of Committee D-13, 435. 


Asphalt. 
; Accelerated Weathering Tests. Report of Subcommittee VIII, Committee D-8, 397. 
Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 391. 
Road and Paving Materials. Report of Committee D-4, 344. ; 
Tentative Methods of Test for: _ 
Coarse Particles in Mixtures of Asphalt and Mineral Matter, 1001. 
Emulsified Asphalts, 923. 
Residue of Specified Penetration, 935. 
Tentative Revision of Standard Method of Test for Flash Point by Means of the 
Pensky-Martens Closed Tester, 1401. 
Tentative Specifications for: 
Asphalt for Use in Constructing Built-Up Roof Coverings, 983. 
Asphalt Roofing Surfaced with Coarse Mineral Granules, 986. 
Asphalt Roofing Surfaced with Fine Mineral Granules, 990. 
Asphalt Roofing Surfaced with Powdered Talc or Mica, 994. 
Asphalt Shingles Surfaced with Coarse Mineral Granules, 998. 


Atmospheric Exposure. 
See Corrosion; Weathering. 


_ Automobiles. 
Symposium on the Place of Materials in Automobile Roads and Rides, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 


Automotive Castings. 
Tentative Specifications for Automotive Gray-Iron Castings, 709. 


Axle-Steel Reinforcement. 
Tentative Specifications for Axle-Steel Concrete Reinforcement Bars, 552. 
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Bars. 
Tentative Revisions of Standard Specifications for: 


Carbon-Steel Bars for Railway Springs with Special Silicon Requirements, 1378. _ 


Commercial Cold-Finished Bar Steels and Cold-Finished Shafting, 1382. 
Commercial Quality Hot-Rolled Bar Steels, 1381. 
- Common Iron Bars, 1388. 
Refined Wrought-Iron Bars, 1388. - 
Staybolt, Engine-Bolt and Other High-Grade Wrought-Iron Bars, 1388. _ ; 
Tentative Specifications for Axie-Steel Concrete Reinforcement Bars, 552. _ ; 
Tentative Specifications for Wrought-Iron Rivets and Rivet Rounds, 696. | 
Beams. 
Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank, Plenk, 7 d 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245 — 33). 
Report of Subcommittee I, Committee D-7, Appendix, 364. 
Bearing Metal. : 
Tentative Specifications for Wrought Phosphor-Bronze Bearings and Expansion © 
Plates for Bridges and Structures, 732. 
Belting. 
Tentative Methods of Test for: 
Adhesion of Vulcanized Rubber (Friction Test), 1173. 
Flexing of Rubber Products, 1186. 
Physical Testing of Rubber Products (General einennis 1153. 
Bituminous Coal. 
See Coal. 
See Asphalt; Petroleum Products; Waterproofing. { 
Blue Lead. 
Tentative Methods of Test for Mass Color and Tinting Strength of Dry Color Pig- © 4 
ments or Pastes, 882. 
Tentative Specifications for Blue Lead; Basic Sulfate, 873. 
Boiler Materials. d 
Tentative Revision of Standard Specifications for Boiler Rivet Steel and Rivets, 1379. } 4 


Tentative Revision of Standard Specifications for Lap-Welded and Seamless Steel and 
Lap-Welded Iron Boiler Tubes, 1384. 


Tentative Specifications for: 
Carbon-Steel and Alloy-Steel Castings for Railroads, 561. oe 
Carbon-Steel Castings for Miscellaneous Industrial Uses, 568. 


Carbon-Steel Plates for Boilers and Other Pressure Vessels for Stationary 7 
Service, 527. 
_ Electric-Resistance-Welded Steel and Open-Hearth Iron Boiler Tubes, 579. 
_ Forged or Rolled Steel Pipe Flanges for General Service, 575. 
High Tensile Strength Carbon-Steel Plates for Fusion-Welded Pressure Vessels > 
_ (Plates over 2 in. up to and Including 4 in. in Thickness), 539. 
Tensile Strength Carbon-Steel Plates for Pressure Vessels (Plates 2 in. and 
Under in Thickness), 534. 
Seamless Cold-Drawn Steel Heat-Exchanger and Condenser Tubes (Sizes 3 in. 
to but not Including 2 in. in Outside Diameter), 585. 
Seamless Low-Carbon-Steel Still Tubes for Refinery Service, 590. 
Wrought-Iron Plates, 690. 
-Wrought-Iron Rivets and Rivet Rounds, 696. 
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- Boiling Point - Gravity Number. 
Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. 
Bolting. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
Tentative Revision of Standard Specifications for Alloy-Steel Bolting Material for 
High-Temperature Service, 1386. 
Tentative Specifications for Heat-Treated Carbon- and Alloy-Steel Track Bolts, 556. 
Test. 
See Aging Test. 
Braid. 
Tentative Methods of Testing and Tolerances for Tubular Sleeving and Braids, 1252. 
Tentative Specifications for Insulated Wire and Cable: Class AO, 30 per cent Hevea 
Rubber Compound, 1115. 
Brass. 
Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 
Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. 
Report of Committee D-14, Appendix, 458. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 
of Metallic Materials, 1291. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 
_ Tentative Revision of Standard Specifications for Composition Brass or Ounce Metal 


Sand Castings, 1392. 
Brick. 

Brick. Report of Committee C-3, 241. 

Comparison of Natural Weathering with Laboratory Tests of Clay Brick, by D. E. 
Parsons. Report of Subcommittee XI, Committee C-3, Appendix II, 252. 

Refractories. Report of Committee C-8, 259. 

The Relation of Freezing-and-Thawing Resistance to Physical Properties of Clay 
and Shale Building Brick, by J. W. McBurney. Report of Subcommittee XI, 
Committee C-3, Appendix I, 247. 

Weathering and Porosity. Report of Subcommittee XI, Committee C-3, 243. 

Tentative Definitions of Terms Relating to Refractories, 811. 

Tentative Methods of Testing Brick (Modulus of Rupture, Compressive Strength, 
Absorption), 791. 

Tentative Specifications for Building Brick (Made from Clay or Shale), 788. 

Bronze. 

Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 

Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. 
Report of Committee D-14, Appendix, 458. 

Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 

Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 
of Metallic Materials, 1291. 

Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 

Tentative Revision of Standard Specifications for Steam or Valve Bronze Sand 
Castings, 1393. 

Tentative Specifications for Bronze Trolley Wire, 740. 

Tentative Specifications for Wrought Phosphor-Bronze Bearings and Expansion 
Plates for Bridges and Structures, 732. 
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Building Brick. — 
See Brick. 

Building Tile. 
See Tile. 


Bulk Factor Test. 


Tentative Methods of Testing Molding Powders Used in Manufacturing Molded 
Electrical Insulators, 1037. — 


Cable. = 


Copper Wire. Report of Committee B-1, 133. 
Tentative Methods of Testing Solid Filling and Treating Compounds Used for Elec- 


: trical Insulation, 1006. 


Tentative Specifications and Tests for Friction Tape for General Use for Electrical _ 
Purposes, 1104. 


Tentative Specifications and Tests for Rubber Insulating Tape, 1110. 
Tentative Specifications for: 


7 7 Bare Stranded Copper Cable: Hard, Medium-Hard or Soft, 736. 


Insulated Wire and Cable: Class AO, 30 per cent Hevea Rubber Compound, 1115. 
Insulated Wire and Cable: Performance Rubber Compound, 1141. 
Cadmium. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
Tentative Specifications for Electrodeposited Coatings of Cadmium on Steel, 684. 
Calibzation, Methods of. 
Tentative Methods of Verification of Testing Machines, 1303. 
Calorific Value. 
Tentative Definitions of the Terms Gross Calorific Value and Net Calorific Value of 
Fuels, 867. 
Carpets. 
Tentative Methods of Testing Pile Floor Covering, 1229. — 
Cars. 
See Automobiles; Locomotives and Cars. 
Castings. 
See Alloy Steel; Aluminum; Cast Iron; Copper; Die Castings; Steel. 
Cast Iron. 
Cast Iron. Report of Committee A-3, 74. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Methods of Testing. Report of Subcommittee XI, Committee A-3, 77. 
Proposed Definitions of Terms Relating to Cast Iron. Report of Committee A-3, 
Appendix, 80. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. ite 


Tentative Specifications for: 

Automotive Gray-Iron Castings, 709. 7 
Gray-Iron Castings, 713. ; 
Cast-Iron Culvert Pipe, 720. 

Cellulose Coatings. 


See also Lacquers. 
Tentative Methods of Test for Soluble Nitrocellulose Base Solutions, 889. 
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Cement. 
Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 236. 
Cement. Report of Committee C-1, 230. 

Methods of Chemical Analysis. Report of the Working Committee, Committee 
C-1, 235. 

Proposed Method of Measurement of Average Particle Diameter of Sub-Sieve Par- 
ticulate Substances by Dark Field Methods. Report of Section, Committee E-1, 
Appendix, 505. 

Tentative Method of Chemical Analysis of Portland Cement, 766. 

Tentative Method of Test for Fineness of Portland Cement by Means of the Turbidi- 


meter, 777. 
Centrifuge. 
Tentative Method of Test for Centrifuge Moisture Equivalent of Soils, 973. Cl 
Cetane Number. 
Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. Cl 


q Chemical Analyses. 
Methods of Analysis of Paint Materials. Report of Subcommittee VIII, Committee 
D-1, 324. CI 
Methods of Chemical Analysis (of Cement). Report of the Working Committee, 
Committee C-1, 235. 
Spectrographic Analysis. Report of Committee E-2, 508. Co 
Tentative Methods of: 
Chemical Analysis of Portland Cement, 766. 
Identification of Fibers in Textiles and for the Quantitative Analysis of Tex- 
tiles, 1215. 
Testing and Tolerances for Rayon, 1233. 
Quantitative Spectrochemical Analysis of High Grade Pig Lead for Copper, 
Bismuth, Silver and Nickel, 1352. 
Quantitative Spectrochemical Analysis of Zinc Alloy Die Castings for Minor 
Constituents and Impurities, 1362. 
Quantitative Spectrochemical Analysis of Zinc for Lead, Iron and Cadmium, 1357. 
Tentative Revision of Standard Methods of Routine Analysis of White Linseed Oil Coa 
Paints, 1399. 
Tentative Revision of Standard Methods of Routine Analysis of Yellow and Orange 
Pigments Containing Chromium Compounds, Blue Pigments and Chrome 
Green, 139% 
Chromium Coatings. Coat 
Tentative Specifications for Electrodeposited Coatings of Nickel and Chromium on 
Steel, 686. 


_ Chromium Steel. 
Effect of Temperature on the Properties of Metals. Report of Joint Research Com- 4 


mittee, 121. 
Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of Committee oor 
A-10, 107. Colo: 
Report on Effect of Long-Time Heating With and Without Stress on Impact Resistance 
_ of 18 per cent Chromium, 8 per cent Nickel Steel (K9 and K19 Steel). Report of 
Joint Research Committee on Effect of Temperature on the Properties of Metals, Com: 
Appendix, 126. 
Tentative Specifications for: 
Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 
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Tentative Specifications for: 


Corrosion-Resisting, High-Strength, Chromium-Nickel Steels (Sheet and Strip), - 
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677. 


Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. _ 


12 per cent Chromium Steel Castings, 623. 
19 per cent Chromium Steel Castings, 627. 
os per cent Chromium Steel Castings, 631. 
24 per cent Chromium, 12 per cent Nickel Alloy Steel Castings, 635. 
25 per cent Cheonium, 20 per cent Nickel Alloy Steel Castings, 640. 
28 per cent Chromium, 9 per cent Nickel Alloy Steel Castings, 645. 
20 per cent Nickel, 9 per cent Chromium Alloy Steel Castings, 649. 
7 _ 35 per cent Nickel, 15 per cent Chromium Alloy Steel Castings, 653. 
Clay Hollow Tile. 

See Tile. 
Clay Pipe. 

Clay Pipe. Report of Committee C-4, 256. 

Tentative Definitions of Terms Relating to Clay Sewer Pipe, 829. 
Cloth. 

See Screen Wire Cloth; Textile Materials. 7 7 
Coal. 
Classification of Coals. Report of Sectional Committee, 357. 

Coal and Coke. Report of Committee D-5, 352. 


Tentative Definitions of the Terms Gross Calorific Value and Net Calorific Value _ 


of Fuels, 867. 
Tentative Methods of Test for: 7 
Grindability of Coal by Ball-Mill Method, 854. 7, 


_ Grindability of Coal by Hardgrove-Machine Method, 857. 
Screen Analysis of Coal, 863. 


Tentative Specifications for Classification of Coals by Rank, 847. 
Tentative Specifications for Round-Hole Screens for Testing Purposes, 1289. 


Coarse Particles. 
See also Mechanical Analysis. 
Tentative Method of Mechanical Analysis of Soils, 953. 7 


Tentative Method of Test for Coarse Particles in Mixtures of Asphalt and Mineral | 


Matter, 1001. 
Coating Test. 
Tentative Methods of Testing Emulsified Asphalts, 923. 
Coke. 
Coal and Coke. Report of Committee D-5, 352. 


Tentative Definitions of the Terms Gross Calorific Value and Net Calorific Value of ia 


Fuels, 867. 
Color. 


Tentative Methods of Test for Mass Color and Tinting Strength of Dry Color Pig- | 


ments or Pastes, 882. 


Commercial Bar Steel. 


Tentative Revision of Standard Specifications for Commercial Cold-Finished Bar 
Steels and Cold-Finished Shafting, 1382. 


Tentative Revision of Standard Specifications for Commercial Quality Hot-Rolled | 


Bar Steels, 1381. 
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Compression Testing. 


Comparisons of Different Types of Specimens for Compression Tests of Mortar, by 
H. J. Gilkey and H. Walter Leavitt. Report of Committee C-9, Appendix I, 281. 
Tentative Methods of Test for: 
Brick (Modulus of Rupture, Compressive Strength, Absorption), 791. 
Compression of Concrete Using Portions of Beams Broken in Flexure (Modified 
Cube Method), 835. 
Laminated Round Rods Used in Electricai Insulation, 1026. 
Laminated Tubes Used in Electrical Insulation, 1030. 
Sheet and Plate Materials Used in Electrical Insulation, 1067. 
Structural Clay Tile, Sampling and Testing of, 807. 
Tentative Specifications for Cast-Iron Culvert Pipe, 720. 
Tentative Specifications for Reinforced-Concrete Culvert Pipe, 817. 


Concrete. 


Comparisons of Different Types of Specimens for Compression Tests of Mortar, by 
H. J. Gilkey and H. Walter Leavitt. Report of Committee C-9, Appendix I, 281. 

Concrete and Concrete Aggregates. Report of Committee C-9, 265. 

Concrete Pipe. Report of Committee C-13, 310. 

Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 

Methods of Test for Determining Volume Changes in Concrete, by Raymond E. Davis. 
Report of Committee C-9, Appendix II, 298. 

The Role of Materials in Modern Housing, by John Ely Burchard, Summary of the 
Proceedings of the Thirty-eighth Annual Meeting, 14. 

Symposium on the Place of Materials in Automobile Roads and Rides, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 

Tentative Methods of Test for: 

Amount of Material Finer than No. 200 Sieve in Aggregates, 832. 

Compression of Concrete Using Portions of Beams Broken in Flexure (Modified 
Cube Method), 835. 

Determination of Voids in Coarse Aggregate for Concrete (Dry Rodded), 846. 

Souncness of Coarse Aggregates by Use of Sodium Sulfate or Magnesium Sul- 
fate, 837. 

Soundness of Fine Aggregates by Use of Sodium Sulfate or Magnesium Sul- 
fate, 842. 

Tentative Revision of Standard Method of Test for Sieve Analysis of Aggregates for 
Concrete, 1395. 

Tentative Revision of Standard Specifications for Concrete Sewer Pipe, 1394. 

Tentative Specifications for Concrete Irrigation Pipe, 812. oe 

Tentative Specifications for Reinforced-Concrete Culvert Pipe, 817. 


Concrete Reinforcement. 


Tentative Specifications for Axle-Steel Concrete Reinforcement Bars, 552. _ 


Condenser Tubes. 


Tentative Specifications for Seamless Cold-Drawn Steel Heat-Exchanger and Con- 
denser Tubes (Sizes } in. to but not Including 2 in. in Outside Diameter), 585. 


Consistency. 


See also Viscosity. 
Tentative Methods of Test for Soluble Nitrocellulose Base Solutions, 889. 


Control Chart Data Analysis. 


“Control Chart” Method of Analysis and Presentation of Data. 
(1935) to A.S.T.M. Manual on Presentation of Data, 1418. 
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Copper. 
See also Brass; Bronze. 


Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee > 


VI, Committee B-3, 142. 
Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. 
Report of Committee D-14, Appendix, 458. 
Copper and Copper Alloys, Cast and Wrought. Report of Committee B-5, 179. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Galvanic and Electrolytic Corrosion. 
B-3, 167. 


Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 


of Metallic Materials, 1291. 


Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- — 
Ferrous Metals, 1319. 


Tentative Revision of Standard Specifications for Sand Castings of the Alloy: Copper _ 


88 per cent; Tin 8 per cent; Zinc 4 per cent, 1392. 
Tentative Specifications for Lead-Coated Copper Sheets, 746. 


Tentative Specifications for Wrought Phosphor-Bronze Bearings and Expansion — 7 


Plates for Bridges and Structures, 732. 
Copper Wire. 

Copper Wire. Report of Committee B-1, 133. 
Tentative Revision of Standard Specifications for Copper Trolley Wire, 1391. 
Tentative Specifications for: 

Bare Stranded Copper Cable: Hard, Medium-Hard or Soft, 736. 

Copper-Silicon Alloy Wire for General Purposes, 750. 

Insulated Wire and Cable: Class AO, 30 per cent Hevea Rubber Compound, 11 w. 


Insulated Wire and Cable: Performance Rubber Compound, 1141. a 


Corrosion. 
See also Weathering. 
Report of Subcommittee 


Atmospheric Corrosion of Non-Ferrous Metals and Alloys. 
VI, Committee B-3, 142. 

Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. — 
Report of Committee D-14, Appendix, 458. 

Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 

Corrosion of Iron and Steel. Report of Committee A-5, 81. 

Corrosion of Non-Ferrous Metals and Alloys. Report of Committee B-3, 141. _ 

Description of the photographic inspection of die-cast specimens exposed for 4 years _ 
at six outdoor locations, 214. 

Exposure and Corrosion Tests. 
Discussion, 227. 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee A-5, 88. 

Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee 
B-3, 167. 

Petroleum Products and Lubricants. Report of Committee D-2, 327. 

Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 

Statement on principles of testing paints and combinations of paints on steel panels 
(with particular reference to submerged conditions), 322. 

Corrosion-Resisting Alloys. 

[ron-Chromium, Iron-Chromium-Nickel and Related Alloys. 

A-10, 107. 


Report of Subcommittee V, Committee B-6, 190. 


Report of Committee 


Report of Subcommittee VIII, Committee — 
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Corrosion-Resisting Alloys (Continued): 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 
Tentative Specifications for: 
Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 
Corrosion-Resisting, High-Strength, Chromium-Nickel Steels (Sheet and Strip), 
677. 
Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. 
Electrodeposited Coatings of Cadmium on Steel, 684. 
Electrodeposited Coatings of Nickel and Chromium c on Steel, 686. 
Electrodeposited Coatings of Zinc on Steel, 682. 
12 per cent Chromium Steel Castings, 623. “ 
19 per cent Chromium Steel Castings, 627. ; 
28 per cent Chromium Steel Castings, 631. 
24 per cent Chromium, 12 per cent Nickel Alloy Steel Castings, 635. 
25 per cent Chromium, 20 per cent Nickel Alloy Steel Castings, 640. 
28 per cent Chromium, 9 per cent Nickel Alloy Steel Castings, 645. 
20 per cent Nickel, 9 per cent Chromium Alloy Steel Castings, 649. 
35 per cent Nickel, 15 per cent Chromium Alloy Steel Castings, 653. 
Cotton. 
Tentative Methods for the Identification of Fibers in Textiles and for the Quantitative 
Analysis of Textiles, 1215. 
Tentative General Methods of Test for Properties of Cotton Fibers, 1202. 
Tentative Revision of Standard Methods of Testing and Tolerances for Cotton Sewing 
Threads, 1406. 
Tentative Specifications and Tests for Friction Tape for General Use for Electrical 
Purposes, 1104. 
Tentative Specifications for Insulated Wire and Cable: Class AO, 30 per cent Hevea 
Rubber Compound, 1115. 
Textile Materials. Report of Committee D-13, 435 


= 
See also Temperature, Effect of. 


Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 
of Metallic Materials, 1291. 


Crushing Strength. 
See Compression Testing. 

Concrete Pipe. Report of Committee C-13, 310. 

Tentative Specifications for Cast-Iron Culvert Pipe, 720. 


Tentative Specifications for Reinforced-Concrete Culvert Pipe, 817. 


Damp-Proofing. D 
See Waterproofing. 


Data, Analysis and Presentation of. 

“Control Chart” Method of Analysis and Presentation of Data. Supplement B 
(1935) to A.S.T.M. Manual on Presentation of Data, 1418. 

Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 

Methods of Testing. Report of Committee E-1, 486. 

Presenting + Limits of Uncertainty of an Observed Average. Supplement A (1935) 
to A.S.T.M. Manual on Presentation of Data, 1411. 
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See Nomenclature. 
Demulsibility Test. 
Tentative Methods of Testing Emulsified Asphalts, 923. 
Density. 
See also Specific Gravity. 
Tentative Methods of Testing Molding Powders Used in Manufacturing Molded 
Electrical Insulators, 1037. 
Deterioration. 
See Aging Test. 
Die Castings. 
Description of the photographic inspection of die-cast specimens exposed for 4 years 
at six outdoor locations, 214. 
Die-Cast Metals and Alloys. Report of Committee B-6, 181. 
Exposure and Corrosion Tests. Report of Subcommittee V, Committee B-6, 190. 
Discussion, 227. 
An Investigation of Aluminum Die-Casting Alloys Nos. IVa and Va. Report of 
Committee B-6, Appendix I, 184. 
Tentative Method of Quantitative Spectrochemical Analysis of Zinc Alloy Die Castings 
for Minor Constituents and Impurities, 1362. 
Tentative Specifications for Lead and Tin-Base Alloy Die Castings, 753. 
Dielectric Strength. 
Tentative Methods of Test for: 
Electrical Insulating Materials for Power Factor and Dielectric Constant, 1044. 
Solid Filling and Treating Compounds Used for Electrical Insulation, 1006. 
Varnishes Used for Electrical Insulation, 1084. 
Tentative Specifications and Tests for Friction Tape for General Use for Electrical 
Purposes, 1104. 
Diesel Fuel Oil. 
Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. 
Distillation. 
Tentative Methods of Testing Emulsified Asphalts, 923. 
1400. 


Ninth Award of Charles B. Dudley Medal. Summary of the Proceedings of the | 
Thirty-eighth Annual Meeting, 13. 
Duralumin. 
Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 


Effect of Temperature. 
See Temperature, Effect of. ° 
Elastic Limit. 
Tentative Definitions of Terms Relating to Methods of Testing, 1315. 
Electrical Insulating Materials. 
See Insulating Materials. 
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_ Electrical Resistance and Heating Alloys. 
Electrical-Heating, Electrical-Resistance and Electric-Furnace Alloys. Report of 
Committee B-4, 176. 
Tentative Method of Test for Linear Expansion of Metals, 755. 
Electric-Welded Tubes. 
Tentative Specifications for Electric-Resistance-Welded Steel and Open-Hearth ‘es 
Boiler Tubes, 579. 
Electrodeposited Coatings. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
Specifications for Metallic-Coated Products. Report of Subcommittee VI, Com- 
mittee A-5, 86. 


Tentative Specifications for: 
Electrodeposited Coatings of Cadmium on Steel, 684. _ 


Electrodeposited Coatings of Nickel and Chromium on Steel, 686. 
Electrodeposited Coatings of Zinc on Steel, 682. 
Electrolytic Corrosion. 
Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee B-3, 
167. 
Emulsified Asphalts. 
Tentative Methods of Testing Emulsified Asphalts, 923. 
Tentative Method of Test for Viscosity by Means of the Saybolt Viscosimeter, 914. 


Etching. 

See Metallography. 
Evaporation. 

See Distillation; Vapor Pressure. 
Executive Committee. 

Annual Report of the Executive Committee, 37. 
Exhibit Testing Apparatus. 

Summary of the Proceedings of the Thirty-eighth Annual Meeting, 1. 


Third Exhibit of Testing Apparatus and Related Equipment. Annual Report of the 


Executive Committee, 46. 
Expansion. 


Methods of Test for Determining Volume Changes in Concrete, by Raymond E. Davis. 


Report of Committee C-9, Appendix II, 298. 
Tentative Method of Test for Linear Expansion of Metals, 755. 


Tentative Methods of Testing Solid Filling and Treating Compounds Used for Elec- 


trical Insulation, 1006. 
Expansion Plates. 


Tentative Specifications for Wrought Phosphor-Bronze Bearings and Expansion Plates 


for Bridges and Structures, 732. 


Exposure. 
See Corrosion; Weathering. 
F 


Fatigue. 
Fatigue of Metals. Report of the Research Committee, 111. 


Notes on Fatigue Tests on Rotating-Beam Testing Machines. Report of the Research 


Committee on Fatigue of Metals, Appendix, 113. 
‘Felt. 
Tentative Specifications for: 
Asphalt Roofing Surfaced with Coarse Mineral Granules, 986. 
Asphalt Roofing Surfaced with Fine Mineral Granules, 990. 
Asphalt Roofing Surfaced with Powdered Talc or Mica, 994. 
Asphalt Shingles Surfaced with Coarse Mineral Granules, 998. 
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Fibers. 
Tentative General Methods of Test for Properties of Cotton Fibers, 1202. 
Tentative Methods for the Identification of Fibers in Textiles and for the Quantitative _ 
Analysis of Textiles, 1215. 
Field Moisture Equivalent. 
Tentative Method of Test for Field Moisture Equivalent of Soils, 976. 
Finances. 
Annual Report of the Executive Committee, 37. - 
Fineness. 
See also Mechanical Analysis; Particle Size. 
Tentative General Methods of Test for Properties of Cotton Fibers, 1202. 
Tentative Methods of Test for Fineness of Wool, 1256. 
Firebox Plate. 
Tentative Specifications for High Tensile Strength Carbon-Steel Plates for Fusion- 
Welded Pressure Vessels (Plates over 2 in. up to and Including 4 in. in Thickness), _ 
539. 
Tentative Specifications for High Tensile Strength Carbon-Steel Plates for Pressure | 
Vessels (Plates 2 in. and Under in Thickness), 534. 
Fire Brick. 
See Refractories. 
Fireproofing. 
Tentative Specifications for: 
Structural Clay Floor Tile, 796. 
Structural Clay Load-Bearing Wall Tile, 803. 
Structural Clay Non-Load-Bearing Tile, 800. 
Flanges. 
Tentative Specifications for: 
Alloy-Steel Castings for Valves, Flanges and Fittings for Service at Temperatures _ 
from 750 to 1100 F., 597. 
Forged or Rolled Alloy-Steel Pipe Flanges, Forged Fittings, and Valves and Parts 
for Service at Temperatures from 750 to 1100 F., 616. _ 
: Forged or Rolled Steel Pipe Flanges for General Service, 575. 
~ High Tensile Strength Carbon-Steel Plates for Pressure Vessels (Plates 2 in. and 4 
Under in Thickness, 534. 
Tentative Revision of Standard Specifications for Forged or Rolled Steel Pipe Flanges — 
for High-Temperature Service, 1387. 
Flash Point. 
Tentative Method of Test for Flash Point by Means of the Tag Closed Tester, 897. 
Tentative Revision of Standard Method of Test for Flash Point by Means of the bi 
Pensky-Martens Closed Tester, 1401. 
Flax (Linen). 
Tentative Methods for the Identification of Fibers in Textiles and for the Quantitative — 
Analysis of Textiles, 1215. 


Flexing Test. 
Tentative Methods of Test for Flexing of Rubber Products, 1186. 


Flexure Testing. 
Tentative Methods of Test for: 


Brick (Modulus of Rupture, Compressive Strength, Absorption), 791. 
Laminated Round Rods Used in Electrical Insulation, 1026. 
Sheet and Plate Materials Used in Electrical Insulation, 1067. 


Tentative Specifications for Automotive Gray-Iron Castings, 709. 
Tentative Specifications for Gray-Iron Castings, 713. 
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Floor Coverings. 

Tentative Methods of Testing Pile Floor Covering, 1229. 

Floor Tile. 

See Tile. 

Forgings. 

Tentative Revisions of Standard Specifications for: 

Carbon-Steel Car and Tender Axles, 1375. 

Quenched-and-Tempered Alloy-Steel Axles, Shafts and Other Forgings for Loco- 
motives and Cars, 1377. 

Quenched-and-Tempered Carbon-Steel Axles, Shafts and Other Forgings for 
Locomotives and Cars, 1376. 

Wrought-Iron Rolled or Forged Blooms and Forgings for Locomotives and Cars, 
1388. 

_ Freezing-and-Thawing Tests. 

Comparison of Natural Weathering with Laboratory Tests of Clay Brick, by D. E. 
Parsons. Report of Subcommittee XI, Committee C-3, Appendix II, 252. 

The Relation of Freezing-and-Thawing Resistance to Physical Properties of Clay and 
Shale Building Brick, by J. W. McBurney. Report of Subcommittee XI, Com- 
mittee C-3, Appendix I, 247. 

Research. Report of Committee E-9, 513. 

Tentative Methods of Sampling and Testing Structural Clay Tile, 807. 

Tentative Methods of Testing Emulsified Asphalts, 923. 

Friction Tape. 

. Tentative Specifications and Tests for Friction Tape for General Use for Electrical 

Purposes, 1104. | 

See Adhesion Test. cond 

Fuel Oil. 

Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. 


Tentative Definitions of Terms Relating to Petroleum, 920. G 
Tentative Method of Test for Viscosity by Means of the Saybolt Viscosimeter, 914. 
‘Fuels. 
See Coal; Coke; Fuel Oil; Petroleum Products. 
Furring Tile. G 
Tentative Specifications for Structural Clay Non-Load-Bearing Tile, 800. 
G Gi 
_ Galvanic Couple Tests. Gr 


Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee B-3, 


Galvanizing. Gr 


See also Zinc. 

Corrosion of Iron and Steel. Report of Committee A-5, 81. 

Field Tests of Metallic Coatings. Report of Sub-committee VIII, Committee A-5, 88. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 


goods, etc., exposed to atmosphere on test racks at five locations, 94. Ha 
Specifications for Metallic-Coated Products. Report of Subcommittee VI, Com- 

mittee A-5, 86. 
Tentative Revision of Standard Specifications for Welded and Seamless Steel Pipe, Ha 


1383. 
Tentative Specifications for Zinc-Coated (Galvanized) Wrought-Iron Sheets, 704. 


Gas Oils. 
Tentative Definitions of Terms Relating to Petroleum, 920. 
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Gasoline. 
Tentative Definitions of Terms Relating to Petroleum, 920. ; 
Tentative Method of Test for Vapor Pressure of Motor and Aviation Gasoline (Reid 
Method), 903. 


Geer Oven Test. 
See Aging Test. 
Glass. — 


The Role of Materials in Modern Housing, by John Ely Burchard, Summary of the 
Proceedings of the Thirty-eighth Annual Meeting, 14. 


Gold. 


See Precious Metals. 5 
Grain Size. 
See Metallography. _ 


Tentative Revisions of Standard Specifications for: 
Block for Durax Granite Pavements, 1404. 
Block for Granite Block Pavements, 1404. 
Block for Recut Granite Block Pavements, 1404. 
Gravel. 
Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 
Proposed Method of Test for Abrasion of Coarse Aggregate. Report of Committee 
D-4, Appendix, 350. 
Tentative Method of Test for Amount of Material Finer than No. 200 Sieve in Aggre- 
gates, 832. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate, 837. 
Gravity. 
See also Specific Gravity. 
Tentative Revision of Standard Method of Test for Gravity of Petroleum and Petro- 
leum Products by Means of the Hydrometer, 1402. 


Gray Iron. 


See Cast Iron. 
Grease. 


Tentative Definitions of Terms Relating to Petroleum, 920. 
Grease Wool. . 
Tentative Method of Estimating Hard Scoured Wool in Wool in the Grease, 1260. 
Grindability Test. 
Tentative Method of Test for Grindability of Coal by Ball-Mill Method, 854. 
Tentative Method of Test for Grindability of Coal by Hardgrove-Machine Method, 


857. 
H 
Hardness Testing. 
Tentative Methods of Testing Sheet and Plate Materials Used in Electrical Insulation, — 
1067. 
Hardware. 


Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 


Heat-Resistant Alloys. 
See Electrical Resistance and Heating Alloys. 
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Heat Treatment. 
Tentative Specifications for: 
Alloy-Steel Castings for Valves, Flanges and Fittings for Service at Temperatures 
from 750 to 1100 F., 597. 
Carbon-Steel and Alloy-Steel Castings for Railroads, 561. 
Carbon-Steel Castings for Miscellaneous Industrial Uses, 568. 
Hemp. 
Tentative Method for the Identification of Fibers in Textiles and for the Quantitative 
Analysis of Textiles, 1215. 
Hiding Power. 
Tentative Method of Test for Comparative Hiding Power of White Pigments, 874. 
High Temperature Materials and Tests. 
__ Effect of Temperature on the Properties of Metals. Report of Joint Research Com- 
mittee, 121. 
_ Report on Effect of Long-Time Heating With and Without Stress on Impact Resistance 
of 18 per cent Chromium, 8 per cent Nickel Steel (K9 and K19 Steel). Report of 
Joint Research Committee on Effect of Temperature on the Properties of Metals, 


Appendix, 126 
Tentative Method of Test for Linear Expansion of Metals, 755. 
Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 


of Metallic Materials, 1291. 
Tentative Revisions of Standard Specifications for: 
Alloy-Steel Bolting Material for High-Temperature Service, 1386. 
Carbon-Steel Castings for Valves, Flanges and Fittings for High-Temperature 


Service, 1385. 
Forged or Kolled Steel Pipe Flanges for High-Temperature Service, 1387. 7 
Tentative Specifications for: 
. Alloy-Steel Castings for Valves, Flanges and Fittings for Service at Temperatures 
from 750 to 1100 F., 597. 
Forged or Rolled Alloy-Steel Pipe Flanges, Forged Fittings, and Valves and Parts 
for Service at Temperatures from 750 to 1100 F., 616. 
Forged or Rolled Steel Pipe Flanges for General Service, 575. 
Seamless Alloy-Steel Pipe for Service at Temperatures from 750 to 1100 F., 605. 
Seamless Cold-Drawn Steel Heat-Exchanger and Condenser Tubes (Sizes. 4 in. 
to but not Including 2 in. in Outside Diameter), 585. - 
Seamless Low-Carbon-Steel Still Tubes for Refinery Service, 590. 
24 per cent Chromium, 12 per cent Nickel Alloy Steel Castings, 635. 
25 per cent Chromium, 20 per cent Nickel Alloy Steel Castings, 640. 
28 per cent Chromium, 9 per cent Nickel Alloy Steel Castings, 645. 
20 per cent Nickel, 9 per cent Chromium Alloy Steel Castings, 649. 
35 per cent Nickel, 15 per cent Chromium Alloy Steel Castings, 653. 


Hollow Tile. 


Housing. 
Annual Address by the President, Hermann von Schrenk, 27. 
The Role of Materials in Modern Housing, by John Ely Burchard, , Sammary of the 
Proceedings of the Thirty-eighth Annual Meeting, 14. 


Hydrostatic Test. 
Tentative Specifications for Concrete Irrigation Pipe, 812. 


Hygroscopic Moisture. 
Tentative Method of Mechanical Analysis of Soils, 953. 
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Immaturity Count. 
Tentative General Methods of Test for Properties of Cotton Fibers, 1202. 
Immersion Tests. 
See also Corrosion. ; 
a Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Corrosion of Iron and Steel. Report of Committee A-5, 81. 
Statement on principles of testing paints and combinations of paints on steel panels 
(with particular reference to submerged conditions), 322. 
Impact. 
Report on Effect of Long-Time Heating With and Without Stress on Impact Resistance 
of 18 per cent Chromium, 8 per cent Nickel Steel (K9 and K19 Steel). Report of 
Joint Research Committee on Effect of Temperature on the Properties of Metals, 
ince Appendix, 126. 
t of Insulating Materials. 
tals, Electrical Insulating Materials. Report of Committee D-9, 400. 
Proposed Revisions in Standards and Tentative Standards for Electrical Insulating 
Materials. Report of Committee D-9, Appendix, 406. 
‘ests Tentative Methods of Test for: 
Electrical Insulating Materials for Power Factor and Dielectric Constant, 1044. 
Flexible Varnished Tubing Used for Electrical Insulation, 1080. 8” 
Grading Natural Mica, 1035. 
ture Laminated Round Rods Used in Electrical Insulation, 1026. 
Laminated Tubes Used in Electrical Insulation, 1030. 
Molding Powders Used in Manufacturing Molded Electrical Insulators, 1037. , 
Sheet and Plate Materials Used in Electrical Insulation, 1067. 
Shellac Used for Electrical Insulation, 1077. 
Solid Filling and Treating Compounds Used for Electrical Insulation, 1006. 
Parts Varnishes Used for Electrical Insulation, 1084. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils, 1403. 7 
Tentative Revision of Standard Methods of Testing Molded Materials Used for 


se , Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. _ 


om- 


tures 


, 605. Electrical Insulation, 1408. 
3 in. Tentative Specifications for: 
Flexible Varnished Tubing Used in Electrical Insulation, 1003. oe Se 
Friction Tape for General Use for Electrical Purposes, 1104. 
: Insulated Wire and Cable: Class AO, 30 per cent Hevea Rubber Compound, 1115. 


Insulated Wire and Cable: Performance Rubber Compound, 1141. 
Rubber Insulating Tape, 1110. 


Iron. 

See Alloy Steel; Cast Iron; Steel; Wrought Iron. 
Iron-Chromium-Nickel Alloys. 

See Corrosion-Resisting Alloys. 


Irrigation Pipe. ' 
Tentative Specifications for Concrete Irrigation Pipe, 812. 7 
of the J 
Joists. 


Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245 — 33) 
Report of Subcommittee I, Committee D-7, Appendix, 364. 
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Tentative Methods for the Identification of Fibers in Textiles and for the Quantitative 
Analysis of Textiles, 1215. I 


K 


Kerosine. 
_ Tentative Definitions of Terms Relating to Petroleum, 920. 


‘Laboratory Inspection. 
Cement Reference Laboratory. Report of Subcommiitee, Committee C-1, 236. 
Lacquers. M 

Preservative Coatings for Structural Materials. Report of Committee D-i, 314. 

Tentative Method of Test for Flash Point by Means of the Tag Closed Tester, 897. 
‘Laundering. 

Tentative Method of Test for Shrinkage in Laundering of Silk and Rayon Woven 

Broad Goods, 1248. 


Lead. M: 
‘ ' Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 
Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee Ma 
B-3, 167. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular | 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
Tentative Method of Quantitative Spectrochemical Analysis of High Grade Pig Lead Ma 


‘ for Copper, Bismuth, Silver and Nickel, 1352. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 


Ferrous Metals, 1319. Ma: 
Tentative Specifications for Lead-Coated Copper Sheets, 746. 
: Tentative Specifications for Lead and Tin-Base Alloy Die Castings, 753. 
Light Metals. Mec 


Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 
of Metallic Materials, 1291. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 
Liquid Limit. 
Tentative Method of Test for Liquid Limit of Soils, 966. ‘ 
Lithopone. 
Tentative Method of Test for Comparative Hiding Power of White Pigments, 874. 
Tentative Method of Test for Tinting Strength of White Pigments or White Pigment 
Pastes, 877. 
Locomotives and Cars. 
Tentative Specifications for Carbon-Steel and Alloy-Steel Castings for Railroads, 561. 
Tentative Specifications for Electric-Resistance-Welded Steel and Open-Hearth Iron 
Boiler Tubes, 579. 
_Long-Time High-Temperature Tests. 
Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 


: of Metallic Materials, 1291. T 
Angeles Abrasion Test. 
Proposed Method of Test for Abrasion of Coarse Aggregate. Report of Committee T 


D-4, Appendix, 350. 
Loss on Heating. 
Tentative Method of Test for Residue of Specified Penetration, 935. 
Lubricants. 
See Oils; Petroleum Products. 
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Ferrous Metals, 1319. i. 
Magnesium-Sulfate Test. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate, 837. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium Sulfate 
or Magnesium Sulfate, 842. 
Magnei'« Testing. 
Magnetic Properties. Report of Commitiee A-6, 104 
Tentative Definitions of Terms, with U: its and Symbols, Relating to Magnetic 
Testing, 726. 
Tentative Revision of Standard Methods of Test for Magnetic rroperties of Iron 
and Steel, 1389. 
‘Malleable Iron. 
Tentative Recommerded Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 
Manganese Bronze. 
Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee " 
VI, Committee B-3, 142. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
i Masonry Building Units. 
See also Brick; Tile. 
, Hollow Masonry Building Units. Report of Committee C-10, 305. 
Mass Color. 
; Tentative Methods of Test for Mass Color and Tinting Strength of wii Color ¥ Pig- 


Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 


ments or Pastes, 882. 
Mechanical Analysis. 
ts Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
n- XI, Committee C-9, 271. 
Report on Study of Microscopic Method of Particle Size Measurement. Report of 


: Section on Sub-Sieve Sizes, Committee E-1, 497. 
Tentative Methods of Test for: 
: Amount of Material Finer than No. 200 Sieve in Aggregates, 832. 


Coarse Particles in Mixtures of Asphalt and Mineral Matter, 1001. 
ont Fineness of Portland Cement by Means of the Turbidimeter, 777. 


Grindability of Coal by Ball-Mill Method, 854. 
Grindability of Coal by Hardgrove-Machine Method, 857. 
61. Mechanical Analysis of Soils, 953. 


€ 
ron Molding Powders Used in Manufacturing Molded Electrical Insulators, 1037. 
Preparing Soil Samples as Received from the Field for Mechanical Analysis and 5 “4 


= 6 


the Determination of the Subgrade Soil Constants, 950. 

ests Screen Analysis of Coal, 863. 

Tentative Revision of Standard Method of Test for Sieve Analysis of Aggregates for _ 
Concrete, 1395. 

ittee Tentative Specifications for Round-Hole Screens for Testing Purposes, 1289. 
Membership. 
Annual Address by the President, Hermann von Schrenk, 27. 

Annual Report of the Executive Committee, 37. 
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Fatigue of Metals. Report of the Research Committee, 111. 


Metallography. Report of Committee E-4, 511. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 
_ Methods of Testing. 
See Testing, Physical Methods of. - 
Mica. 
Tentative Methods of Test for Grading Natural Mica, 1035. 
Microscopic Tests. 
Proposed Method of Measurement of Average Particle Diameter of Sub-Sieve Par- 
ticulate Substances by Dark Field Methods. Report of Section, Committee E-1, 
Appendix, 505. 
Report on Study of Microscopic Method of Particle Size Measurement. Report of 
Section on Sub-Sieve Sizes, Committee E-1, 497. 
_ Tentative Methods of: 
Identification of Fibers in Textiles and for the Quantitative Analysis of Textiles, 
1215. 
Test for Properties of Cotton Fibers, 1202. 
Testing and Tolerances for Rayon, 1233. 


Testing for Fineness of Wool, 1256. N 
_ Miscibility-with-Water Test. 
Tentative Methods of Testing Emulsified Asphalts, N 


Moisture. 


_ Tentative Methods of Test for: 
Centrifuge Moisture Equivalent of Soils, 973. 


Field Moisture Equivalent of Soils, 976. 
Liquid Limit of Soils, 966. 
Plastic Limit and Plasticity Index of Soils, 970. 
Molded Insulating Materials. 
Tentative Methods of Testing Electrical Insulating Materials for Power Factor and 
Dielectric Constant, 1044. 
- Tentative Methods of Testing Molding Powders Used in Manufacturing Molded Elec- 
trical Insulators, 1037. 
Tentative Revision of Standard Methods of Testing Molded Materials Used for 
Electrical Insulation, 1408. 
Mortars. N 
Comparisons of Different Types of Specimens for Compression Tests of Mortar, by 
H. J. Gilkey and H. Walter Leavitt. Report of Committee C-9, Appendix I, 281. 
Motor Fuel. 
See Fuel Oil; Gasoline; Petroleum Products. 


Motor Lubricants. 
See Oils; Petroleum Products. 


Naphtha. 
Tentative Definitions of Terms Relating to Petroleum, 920. 
Naval Stores. 
Naval Stores. Report of Committee D-17, 477. 
Neutralization. 
Tentative Methods of Testing Oleo- Resinous Varnishes ( Skinning Test, Alkali Resis 


| : ance, Acid Number), 887. 


and 
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281. 


Nickel. 


Corrosion-Resisting, High-Strength, Chromium-Nickel Steels (Sheet and Strip), 
Nitrocellulose. 


Nomenclature. 


Nuts. 


Oils. 
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Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee Ai 
VI, Committee B-3, 142. 

Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. | 
Report of Committee D-14, Appendix, 458. 

Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 

Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee B-3, 
167. 

Tentative Recommended Practice for Metallographic Testing of Ferrous and Non-— 
Ferrous Metals, 1319. 

Tentative Specifications for: _ 

Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. a 


677. 
Electrodeposited Coatings of Nickel and Chromium on Steel, 686. 
24 per cent Chromium, 12 per cent Nickel Alloy Steel Castings, 635. _ 
25 per cent Chromium, 20 per cent Nickel Alloy Steel Castings, 640. 
28 per cent Chromium, 9 per cent Nickel Alloy Steel Castings, 645. _ 
20 per cent Nickel, 9 per cent Chromium Alloy Steel Castings, 649. 
35 per cent Nickel, 15 per cent Chromium Alloy Steel Castings, 653. 


Tentative Methods of Test for Soluble Nitrocellulose Base Solutions, 889. 


Proposed Definitions of Terms Relating to Cast Iron. Report of Committee A-3, 
Appendix, 80. 
Tentative Definitions of Terms: 
Gross Calorific Value and Net Calorific Value of Fuels, 867. 
Relating to Clay Sewer Pipe, 829. 
Relating to Methods of Testing, 1315. 
Relating to Petroleum, 920. é 
Relating to Refractories, 811. 
Relating to Textile Materials, 1273. 
With Units and Symbols, Relating to Magnetic Testing, 726. 
Tentative Revision of Standard Definitions of Terms Relating to Paint Specifications, — 
1400. 
Tentative Revision of Standard Definitions for Fireclay Refractories, 1396. 


Tentative Specifications for Heat-Treated Carbon- and Alloy-Steel Track Bolts, 556. 


Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix IT, 340. 

Petroleum Products and Lubricants. Report of Committee D-2, 327. 

Proposed Method of Test for Oxidation Number of Lubricating Oils by the Sligh 
Method. Report of Subcommittee X, Committee D-2, Appendix I, 335. 

Sligh Oxidation Test. Report of Subcommittee X, Committee D-2, 333. 

Tentative Method of Test for Flash Point by Means of the Tag Closed Tester, 897. 

Tentative Method of Test for Viscosity by Means of the Saybolt Viscosimeter, 914. 

Tentative Revision of Standard Methods of Testing Electrical Insulating Oils, 1403. 

Tentative Revision of Standard Specifications for Raw Tung Oil, 1397. 
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Proposed Method of Test for Oxidation Number of Lubricating Oils by the Sligh 


- Method. Report of Subcommittee X, Committee D-2, Appendix I, 335. 
- Sligh Oxidation Test. Report of Subcommittee X, Committee D-2, 333. 
P 
Paints. 


See also Lacquers; Pigments; Shellac; Varnish. 
Methods of Analysis of Paint Materials. Report of Subcommittee VIII, ‘Committee 
D-1, 324. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 314. 
Statement on principles of testing paints and combinations of paints on steel panels 
(with particular reference to submerged conditions), 322. 
Tentative Revision of Standard Definitions of Terms Relating to Paint Specifica- 
tions, 1400. 
Tentative Revision of Standard Methods of Routine Analysis of White Linseed Oil 
Paints, 1399. 
Tentative Specifications for Wood to be Used as Panels in Weather Tests of Paints 
and Varnishes, 895. 
Paint Vehicles. 
: Tentative Revision of Standard Specifications for Raw Tung Oil, 1397. 
Papers and Publications. 
Annual Report of the Executive Committee, 37. 
; Summary of the Proceedings of the Thirty-eighth Annual Meeting, 1. 
Parkerized Coatings. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
Particle Size. 
Proposed Method of Measurement of Average Particle Diameter of Sub-Sieve Particu- 
late Substances by Dark Field Methods. Report of Section, Committee E-1, 
Appendix, 505. 
Report on Study of Microscopic Method of Particle Size Measurement. Report of 
Section on Sub-Sieve Sizes, Committee E-1, 497. 
Tentative Method of Mechanical Analysis of Soils, 953. 
Tentative Method of Test for Fineness of Portland Cement by Means of the Turbidi- 
meter, 777. 
Partition Tile. 
Tentative Specifications for Structural Clay Non-Load-Bearing Tile, 800. 
Pavements. 
Symposium on the Place of Materials in Automobile Roads and Rides, s, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. - 
Tentative Revisions of Standard Specifications for: 
Block for Durax Granite Pavements, 1404. 
Block for Granite Block Pavements, 1404. 
_-—-—- Block for Recut Granite Block Pavements, 1404. 
Penetration. 
Tentative Method of Test for Residue of Specified Penetration, 935. 
Petroleum Products. 
Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. 
eek Petroleum Products and Lubricants. Report of Committee D-2, 327. ae 
i Proposed Method of Test for Oxidation Number of Lubricating Oils by the Sligh 
: Method. Report of Subcommittee X, Committee D-2, Appendix I, 335. 
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Sligh Oxidation Test. Report of Subcommittee X, Committee D-2, 333. 
Symposium on the Place of Materials in Automobile Roads and Rides, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 
Tentative Definitions of Terms Relating to Petroleum, 920. 
Tentative Methods of Test for: 
Emulsified Asphalts, 923. 
Flash Point by Means of the Tag Closed Tester, 897. 
Residue of Specified Penetration, 935. 


Viscosity by Means of the Saybolt Viscosimeter, 914. 
Tentative Revisions of Standard Methods of Test for: 
Distillation of Crude Petroleum, 1400. 
Flash Point by Means of the Pensky-Martens Closed Tester, 1401. 
Gravity of Petroleum and Petroleum Products by Means of the Hydrometer, 1402. 
Saponification Number, 1402. 
Pigments. 
See also Paints. 
Methods of Analysis of Paint Materials. Report of Subcommittee VIII, Committee 
D-1, 324. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 314. 
Proposed Method of Measurement of Average Particle Diameter of Sub-Sieve Particu- 
late Substances by Dark Field Methods. Report of Section, Committee E-1, 
Appendix, 505. 
Report on Study of Microscopic Method of Particle Size Measurement. Report of 
Section on Sub-Sieve Sizes, Committee E-1, 497. 
Tentative Method of Test for Comparative Hiding Power of White Pigments, 874. 
Tentative Methods of Test for Mass Color and Tinting Strength of Dry Color Pigments 
or Pastes, 882. 
Tentative Revision of Standard Methods of Routine Analysis of Yellow and Orange 
Pigments Containing Chromium Compounds, Blue Pigments and Chrome Green, 
1399. 
Tentative Specifications for Blue Lead; Basic Sulfate, 873. a . 
Pile Floor Covering. 
Tentative Methods of Testing Pile Floor Covering, 1229. 
Piles. 
Specifications for Timber. Report of Subcommittee I, Committee D-7, 362. 
Tentative Specifications for Timber Piles, 868. 
Pine. 


See Timber. 
Pipe and Piping Materials. 2 
See also Tubes. vor 


Clay Pipe. Report of Committee C-4, 256. 
Concrete Pipe. Report of Committee C-13, 310. . 
Proposed Revisions in Tentative Standard for Steel. Report of Committee A-1, 
Appendix, 69. 
Tentative Definitions of Terms Relating to Clay Sewer Pipe, 829. 
Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests 
of Metallic Materials, 1291. 
Tentative Revisions of Standard Specifications for: 
Concrete Sewer Pipe, 1394. 
- Forged or Rolled Steel Pipe Flanges for High-Temperature Service, 1387. 


Welded and Seamless Steel Pipe, 1383. 
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' 
Pipe and Piping Materials (Continued) 
Tentative Specifications for: 
7 - Alloy-Steel Castings for Valves, Flanges ont Fittings for Service at Temperatures 
from 750 to 1100 F., 597. 
Cast-Iron Culvert Pive, 720. 
Concrete Irrigation Pipe, 812. 
Forged or Rolled Alloy-Steel Pipe Flanges, Forged Fittings, and Valves and 
Parts for Service at Temperatures from 750 to 1100 F.,616. = 
_ Forged or Rolled Steel Pipe Flanges for General Service, 575. 
Reinforced-Concrete Culvert Pipe, 817. 
Seamless Alloy-Steel Pipe for Service at Temperatures from 750 to 1100 F., 605. 
4 Wrought-Iron Rivets and Rivet Rounds, 696. 
Planks. 
Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank, 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245 — 33). 
Report of Subcommittee I, Committee D-7, Appendix, 364. 
Plastic Limit. 
Tentative Method of Test for Plastic Limit and Plasticity Index of Soils, 970. 
Plates. 
See also Sheets. 
Proposed Revisions in Tentative Standards for Wrought Iron. Report of Committee 
A-2, Appendix, 73. 
Tentative Specifications for: 
Carbon-Steel Plates for Boilers and Other Pressure Vessels for Stationary Ser- 
vice, 527. 
Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 
Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. 
High Tensile Strength Carbon-Steel Plates for Fusion-Welded Pressure Vessels 
(Plates over 2 in. up to and Including 4 in. in Thickness), 539. 
High Tensile Strength Carbon-Steel Plates for Pressure Vessels (Plates 2 in. and 
Under in Thickness), 534. 
Wrought-Iron Plates, 690. 
Wrought Phosphor-Bronze Bearings and Expansion Plates for Bridges and 
Structures, 732. 


Plating. 
See Electrodeposited Coatings. 
Plywood. 
- The Role of Materials in Modern Housing, by John Ely Burchard, Summary of the 
Proceedings of the Thirty-eighth Annual Meeting, 14. oe 
Tentative Specifications for Timber Piles, 868. 
Polymerization Time Test. 
Tentative Methods of Testing Shellac Used for Electrical Insulation, 1077. 
Porcelain. 
Proposed Revisions in Standards and Tentative Standards for Electrical Insulating 


Materials. Report of Committee D-9, Appendix, 406. 
Tentative Methods of Testing Electrical Insulating Materials for Power Factor and 


Dielectric Constant, 1044. 
See Absorption. 
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Portland Cement. 

See Cement. 7 
Posts. 

Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank, 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245 — 33). 
Report of Subcommittee I, Committee D-7, Appendix, 364. 
Pothead Compounds. _ 

Tentative Methods of Testing Solid Filling and Treating Compounds Used for 

Electrical Insulation, 1006. 
Power Factor. 
Tentative Methods of Testing Electrical Insulating Materials for Power Factor and t 
Dielectric Constant, 1044. 
Power Piping. 

See Pipe and Piping Materials. 
Precious Metals. 

Tentative Recommended Practice for Metallographic Testing of Ferrous and Non-— 

Ferrous Metals, 1319. 
Presidential Address. 


Annual Address by the President, Hermann von Schrenk, 27. 
Pressure Vessel Materials. 


See Boiler Materials. 
Protective Coatings. 

See Corrosion; Electrodeposited Coatings; Galvanizing; Lacquers; Paints; Pig- 

ments; Shellac; Varnish. 

Proving Levers. 

Tentative Methods of Verification of Testing Machines, 1303. 
Publications. 

See Papers and Publications. 
Pulverizing Test. 


See Grindability Test. 


Tentative Specifications tus Flexible Varnished Tubing Used in Electrical a 
tion, 1003. 
Tentative Methods of Testing Flexible Varnished Tubing Used for Electrical Insula-_ 
tion, 1080. 
Rails. 
Tentative Revision of Standard Specifications for Open-Hearth Carbon-Steel _ 
Rails, 1371. 
Ramie. 
Tentative Methods for the Identification of Fibers in Textiles and for the Quantitative | 
Analysis of Textiles, 1215. 
Rayon. 
Tentative Methods of Test for: 
_ Identification of Fibers in Textiles and for the Quantitative Analysis of Textiles, | 
$2715. 
Shrinkage in Leuniesien of Silk and Rayon Woven Broad Goods, 1248. 
Strength of Rayon Woven Fabric When Wet, 1250. 
Testing and Tolerances for Rayon, 1233. 


Textile Materials. Report of Committee D-13, 435. a 
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Refractories. Report of Committee C-8, 259. 
Tentative Definitions of Terms Relating to Refractories, 811. 
Tentative Methods of Testing Brick (Modulus of Rupture, Compressive Strength, 
Absorption), 791. 
Tentative Revisions of: 
- Standard Definitions for Fireclay Refractories, 1396. 
Standard Method of Test for Refractory Materials Under Load at High Tem- 
peratures, 1395. 
Standard Specifications for Fireclay Brick for Marine Boiler Service, 1394. 


Reid Vapor Pressure Test. ] 
Tentative Method of Test for Vapor Pressure of Motor and Aviation Gasoline (Reid 
Method), 903. 


Reinforcement, Concrete. 
See Concrete Reinforcement. 
Research. 


Annual Address by the President, Hermann von Schrenk, 27. 

Effect of Temperature on the Properties of Metals. Report of Joint Research Com- 
mittee, 121. 

Fatigue of Metals. Report of the Research Committee, 111. 

Research. Report of Committee E-9, 513. 


Residue. 
Tentative Method of Test for Residue of Specified Penstention, 935. 
Resistance Alloys. 
See Electrical Resistance and Heating Alloys. — _ 
Resistivity. 


Rods. 


Tentative Methods of Testing Solid Filling and Ponting Compounds Used for 

Electrical Insulation, 1006. 
Revisions. 

(Revisions of Standards and Tentative Standards are given in the reports of the 
standing committees responsible and are also indexed under the subjects covered 
by them.) ‘ 

Tentative Revisions of A.S.T.M. Standards, 1371. 

Rivets. 

Proposed Revisions in Tentative Standards for Wrought Iron. Report of Committee 
A-2, Appendix, 73. 

Tentative Revision of Standard Specifications for Boiler Rivet Steel and Rivets, 1379. 

Tentative Revision of Standard Specifications for Structural Rivet Steel, 1379. 

Tentative Specifications for Wrought-Iron Rivets and Rivet Rounds, 696. 

Road Materials. 

See also Aggregates; Asphalt; Concrete; Pavements; Soils. 

(Items on road materials are also indexed under the materials and subjects covered 
by them.) 

Road and Paving Materials. Report of Committee D-4, 344. 

Symposium on the Place of Materials in Automobile Roads and Rides, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 


Tentative Methods of Testing Laminated Round Rods Used in Electrical Insula- 
tion, 1026. 
Roofing. 
Accelerated Weathering Tests. Report of Subcommittee VIII, Committee D-8, 397. 
Bituminous Waterproofing and Roofing Materials. Report of Committee D-8, 391. 
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Tentative Specifications for: 
Asphalt for Use in Constructing Built-Up Roof Coverings, 983. _ 
Asphalt Roofing Surfaced with Coarse Mineral Granules, 986. 
Asphalt Roofing Surfaced with Fine Mineral Granules, 990. 
Asphalt Roofing Surfaced with Powdered Talc or Mica, 994. 
Asphalt Shingles Surfaced with Coarse Mineral Granules, 998. 
Lead-Coated Copper Sheets, 746. 
Uncoated Wrought-Iron Sheets, 701. 
Zinc-Coated (Galvanized) Wrought-Iron Sheets, 704. 

Rosin. 

Naval Stores. Report of Committee D-17, 477. 

Rubber Products. 7 
Proposed Revisions in Tentative Standards for Rubber Products. Report of Com- 
mittee D-11, Appendix, 429. 

Rubber Products. Report of Committee D-11, 419. 

Symposium on the Place of Materials in Automobile Roads and Rides, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 

Tentative Methods of Test for: 

Accelerated Aging of Vulcanized Rubber, 1167. 
Adhesion of Vulcanized Rubber (Friction Test), 1173. 
Adhesion of Vulcanized Rubber to Metal, 1180. - 
Flexing of Rubber Products, 1186. —_ 
Physical Testing of Rubber Products (General Requirements), 1153. _ 
Tension Testing of Vulcanized Rubber, 1159. 

Tentative Specifications for: 

Insulated Wire and Cable: Class AO, 30 per cent Hevea Rubber Compound, 1115. 
Insulated Wire and Cable: Performance Rubber Compound, 1141. 
Friction Tape for General Use for Electrical Purposes, 1104. 

Rubber Insulating Tape, 1110. 


é 
Ss 
Sampling. 
(Methods of sampling are also indexed under the materials and subjects covered by 


them.) 
“Control Chart’? Method of Analysis and Presentation of Data. Supplement B 
(1935) to A.S.T.M. Manual on Presentation of Data, 1418. 
Presenting + Limits of Uncertainty of an Observed Average. Supplement A (1935) 
to A.S.T.M. Manual on Presentation of Data, 1411. 
Problems in the Standardization of Methods for Sampling Water for Industrial Pur- 
poses. Report of Committee D-19, Appendix, 481. 
Tentative Methods of: 
Preparing Soil Samples as Received from the Field for Mechanical Analysis and 
the Determination of the Subgrade Soil Constants, 950. 
Sampling and Testing Structural Clay Tile, 807. 
Surveying and Sampling Soils for Use in Place as Subgrades for Highways, 940. 
Testing Molding Powders Used in sean Molded Electrical Insulators, 


1037. 
Tentative Specifications for: ee 
Classification of Coals by Rank, 847. a 


Friction Tape for General Use for Electrical Purposes, 1104. 


Insulated Wire and Cable: Class AO, 30 per cent Hevea Rubber Compound, 1115. 


Insulated Wire and Cable: Performance Rubber Compound, 1141. 
Rubber Insulating Tape, 1110. a 
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4 Sand. 


See also Aggregates. 
Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 
Tentative Method of Test for Amount of Material Finer than No. 200 Sieve in Aggre- 
gates, 832. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium Sulfate 
or Magnesium Sulfate, 842. 
é Saponification Number. 
Tentative Revision of Standard Method of Test for Saponification Number, 1402. 
Saybolt Viscosity. 
Tentative Method of Test for Viscosity by Means of the Saybolt Viscosimeter, 914. 
Scoured Content. 
Tentative Method of Estimating Hard Scoured Wool in Wool in the Grease, 1260. 
Screen Wire Cloth. 
Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. vam 
Report of Committee D-14, Appendix, 458. 
Screen Wire Cloth. 
Water Corrosion. 
See Corrosion; Immersion Tests. 
Settlement Test. 
Tentative Methods of Testing Emulsified Asphaits, 923. 


Report of Committee D-14, 457. 


Sewer Pipe. 
Concrete Pipe. Report of Committee C-13, 310. 
Clay Pipe. Report of Committee C-4, 256. 


Tentative Definitions of Terms Relating to Clay Sewer Pipe, 829. 
Tentative Revision of Standard Specifications for Concrete Sewer Pipe, 1394. 
Sheets. 
See also Plates. a 
Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee A-5, 88. 
Tentative Methods of Testing Electrical Insulating Materials for Power Factor and 
Dielectric Constant, 1044. 
Tentative Methods of Testing Sheet and Plate Materials Used in Electrical Insulation, 
1067. 
Tentative Specifications for: 
Cold-Rolled Strip Steel, 544. ; 
Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 
Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. 
Corrosion-Resisting, High-Strength, Chromium-Nickel Steels (Sheet and Strip) ,677. 
Lead-Coated Copper Sheets, 746. 
Uncoated Wrought-Iron Sheets, 701. 
: Zinc-Coated (Galvanized) Wrought-Iron Sheets, 704. 
Shellac. 
Tentative Methods of Testing Shellac Used for Electrical Insulation, 1077. 
Sherardized Coatings. 
Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
Shingles. 
Tentative Specifications for Asphalt Shingles Surfaced with Coarse Mineral Granules, 
998. 
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Shipping Containers. 


Shipping Containers. Report of Committee D-10, 417. 
Shrinkage Test. 
Methods of Test for Determining Volume Changes in Concrete, by Raymond E. Davis. 
Report of Committee C-9, Appendix II, 298. 
Tentative Method of Test for Shrinkage Factors of Soils, 978. 
Tentative Method of Test for Shrinkage in Laundering of Silk and Rayon Woven 


Broad Goods, 1248. 
Tentative Method of Test for Screen Analysis of Coal, 863. 


Tentative Specifications for Round-Hole Screens for Testing Purposes, 1289. 
Silk. 
Tentative Method of Test for Shrinkage in Laundering of Silk and Rayon Woven 
Broad Goods, 1248. . 
Tentative Methods for the Identification of Fibers in Textiles and for the Quantitative 


Analysis of Textiles, 1215. 
Textile Materials. Report of Committee D-13, 435. 


Silver. 


Tentative Methods of Testing Oleo-Resinous Varnishes (Skinning Test, Alkali Resist- 
ance, Acid Number), 887. 
Slag. 
Proposed Method of Test for Abrasion of Coarse Aggregate. Report of Committee 
D-4, Appendix, 350. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate, 837. 
Tentative Revision of Standard Specifications for Broken Slag for Waterbound Base 
and Wearing Course, 1403. 
Tentative Revision of Standard Specifications for Shovel-Run or Crusher-Run Broken 
Slag for Waterbound Base, 1404. 
Sleeving. 
Tentative Methods of Testing and Tolerances for Tubular Sleeving and Braids, 1252. 
Sligh Oxidation Test. 
See Oxidation Test. 
Sodium Chloride Test. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Sodium Hydroxide Test. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Sodium Sulfate Test. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate, 837. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium Sulfate 
or Magnesium Sulfate, 842. 
Soils. 
Tentative Methods of Test for: 
Centrifuge Moisture Equivalent of Soils, 973. : 
Field Moisture Equivalent of Soils, 976. 
Liquid Limit of Soils, 966. 
Mechanical Analysis of Soils, 953. 
Plastic Limit and Plasticity Index of Soils, 970. 
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Soils (Continued): 
Tentative Methods of Test for: 
Preparing Soil Samples as Received from the Field for Mechanical Analysis and 
the Determination of the Subgrade Soil Constants, 950. 
Shrinkage Factors of Soils, 978. 
_ Surveying and Sampling Soils for Use in Place as Subgrades for Highways, 940. 
Soundness. 
Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate, 837. 
Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium Sulfate 


or Magnesium Sulfate, 842. : 
Specifications. 
(Specifications are indexed under the materials and subjects covered by them.) 
Specific Gravity. 
Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 
Tentative Methods of Test for: 
Mechanical Analysis of Soils, 953. 
Solid Filling and Treating Compounds Used for Electrical Insulation, 1006. 


Shrinkage Factors of Soils, 978. : 
Tentative Methods of: 


Quantitative Spectrochemical Analysis of High Grade Pig Lead for Copper, 
Bismuth, Silver and Nickel, 1352. 
Quantitative Spectrochemical Analysis of Zinc Alloy Die Castings for Minor 
Constituents and Impurities, 1362. 
a _ Quantitative Spectrochemical Analysis of Zinc for Lead, Iron and Cadmium, 1357. 
Spectrographic Analysis. 
Spectrographic Analysis. Report of Committee E-2, 508. 


Splice Bars. 
Tentative Revision of Standard Specifications for Quenched High-Carbon-Steel Splice 
Bars, 1374. 
Stainless Steel. 
See Alloy Steel; Corrosion-Resisting Alloys. 
Standardization. 


Annual Address by the President, Hermann von Schrenk, 27. 
Annual Report of the Executive Committee, 37. 
Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 236. 
Standards. Report of Committee E-10, 517. 
Summary of the Proceedings of the Thirty-eighth Annual Meeting, 1. 
Statistical Analysis. 
“Control Chart’”’ Method of Analysis and Presentation of Data. Supplement B 
(1935) to A.S.T.M. Manual on Presentation of Data, 1418. 
Evaluation of Data (A Statistical Study of Bulk Specific Gravity and Mechanical 
Analysis Tests of Samples of Fine and Coarse Aggregate). Report of Subcommittee 
XI, Committee C-9, 271. 
Methods of Testing. Report of Committee E-1, 486. 
Presenting + Limits of Uncertainty of an Observed Average. Supplement A (1935) 
: to A.S.T.M. Manual on Presentation of Data, 1411. 


Steel. 

“a Corrosion of Iron and Steel. Report of Committee A-5, 81. 
A * Effect of Temperature on the Properties of Metals. Report of Joint Research Com- 
mittee, 121. 
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Fatigue of Metals. Report of the Research Committee, 111. 

Field Tests of Metallic Coatings. Report of Subcommittee VIII, Committee A-5, 88. 

Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee B-3, 1 
167. 

Iron-Chromium, Iron-Chromium-Nickel and Related Alloys. Report of Committee > 
A-10, 107. 

Magnetic Properties. Report of Committee A-6, 104. 

Notes on Fatigue Tests on Rotating-Beam Testing Machines. Report of the Research 
Committee on Fatigue of Metals, Appendix, 113. 

Proposed Revisions in Tentative Standard for Steel. Report of Committee A-1, 
Appendix, 69. 

Report on Effect of Long-Time Heating With and Without Stress on Impact Resistance 
of 18 per cent Chromium, 8 per cent Nickel Steel (K9 and K19 Steel). Report of 
Joint Research Committee on Effect of Temperature on the Properties of Metals, 
Appendix, 126. 

Report on inspections of metallic coatings on hardware, structural shapes, tubular y 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 

The Role of Materials in Modern Housing, by John Ely Burchard, Summary of the © 
Proceedings of the Thirty-eighth Annual Meeting, 14. 

Spectrographic Analysis. Report of Committee E-2, 508. 

Statement on principles of testing paints and combinations of paints on steel panels . 
(with particular reference to submerged conditions), 322. 

Steel. Report of Committee A-1, 60. 

Symposium on the Place of Materials in Automobile Roads and Rides, Summary of | 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 

Tentative Definitions of Terms, with Units and Symbols, Relating to Magnetic ; 
Testing, 726. 

Tentative Method of Test for Long-Time (Creep) High-Temperature Tension Tests _ 
of Metallic Materials, 1291. 

Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- — 
Ferrous Metals, 1319. 

Tentative Revision of Standard Methods of Test for Magnetic Properties of Iron — 
and Steel, 1389. 

Tentative Revisions of Standard Specifications for: 

Alloy-Steel Bolting Material for High-Temperature Service, 1386. 

Boiler Rivet Steel and Rivets, 1379. Oo 

Carbon-Steel Castings for Valves, Flanges and Fittings for High-Temperature — 
Service, 1385. 

- Commercial Cold-Finished Bar Steels and Cold-Finished Shafting, 1382. 

Commercial Quality Hot-Rolled Bar Steels, 1381. 

Forged or Rolled Steel Pipe Flanges for High-Temperature Service, 1387. 

Lap-Welded and Seamless Steel and Lap-Welded Iron Boiler Tubes, 1384. 

Open-Hearth Carbon-Steel Rails, 1371. 

Quenched-and-Tempered Alloy-Steel Axles, Shafts and Other Forgings for Loco- — 
motives and Cars, 1377. 

Quenched-and-Tempered Carbon-Steel Axles, Shafts and Other Forgings for 
Locomotives and Cars, 1376. 

Quenched High-Carbon-Steel Splice Bars, 1374. 

_ Steel for Bridges, 1379. 

Steel for Buildings, 1380. 

Structural Rivet Steel, 1379. 

_ Structural Silicon Steel, 1380. 
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Steel (Continued): 

Tentative Revisions of Standard Specifications for: 
Structural Steel for Ships, 1380. 
Welded and Seamless Steel Pipe, 1383. 

Wrought Solid Carbon-Steel Wheels for Electric Railway Service, 1377. 
Carbon-Steel Bars for Railway Springs with Special Silicon Requirements, 1378. 
Carbon-Steel Car and Tender Axles, 1375. 
Tentative Specifications for: 
Alloy-Steel Castings for Valves, Flanges and Fittings for Service at Temperatures 

from 750 to 1100 F., 597. 

Axle-Steel Concrete Reinforcement Bars, 552. 

Carbon-Steel and Alloy-Steel Castings for Railroads, 561. | 

Carbon-Steel Castings for Miscellaneous Industrial Uses, 568. 

Carbon-Steel Plates for Boilers and Other Pressure Vessels for Stationary Service, 
S27. 

Cold-Rolled Strip Steel, 544. 

Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 

Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. 

Corrosion-Resisting, High-Strength, Chromium-Nickel Steels (Sheet and Strip), 
677. 

Electric-Resistance-Welded Steel and Open-Hearth Iron Boiler Tubes, 579. 

Electrodeposited Coatings of Cadmium on Steel, 684. 

Electrodeposited Coatings of Nickel and Chromium on Steel, 686. 

Electrodeposited Coatings of Zinc on Steel, 682. 

Forged or Rolled Alloy-Steel Pipe Flanges, Forged Fittings, and Valves and Parts 
for Service at Temperatures from 750 to 1100 F., 616. 

Forged or Rolled Steel Pipe Flanges for General Service, 575. 

Heat-Treated Carbon- and Alloy-Steel Track Bolts, 556. 

High Tensile Strength Carbon-Steel Plates for Fusion-Welded Pressure Vessels 
(Plates over 2 in. up to and Including 4 in. in Thickness), 539. 

High Tensile Strength Carbon-Steel Plates for Pressure Vessels (Plates 2 in. and 
Under in Thickness), 534. 

Seamless Ailoy-Steel Pipe for Service at Temperatures from 750 to 1100 F., 605. 
Seamless Cold-Drawn Steel Heat-Exchanger and Condenser Tubes (Sizes "; in. 
to but not Including 2 in. in Outside Diameter), 585. : OS 

Seamless Low-Carbon-Steel Still Tubes for Refinery Service, 590. 
12 per cent Chromium Steel Castings, 623. 

19 per cent Chromium Steel Castings, 627. 

28 per cent Chromium Steel Castings, 631. 

24 per cent Chromium, 12 per cent Nickel Alloy Steel Castings, 635. 
25 per cent Chromium, 20 per cent Nickel Alloy Steel Castings, 640. 
28 per cent Chromium, 9 per cent Nickel Alloy Steel Castings, 645. 
20 per cent Nickel, 9 per cent Chromium Alloy Steel Castings, 649. 
35 per cent Nickel, 15 per cent Chromium Alloy Steel Castings, 653. 


stil Tubes. 
Tentative Specifications for Seamless Low-Carbon-Steel Still Tubes for Refinery 
Service, 590. 
Stone. 
See also Aggregates. 


D-4, Appendix, 350. 


Tentative Method of Test for Determination of Voids in Coarse Aggregate for Com 
crete (Dry Rodded), 846. | 


Proposed Method of Test for Abrasion of — Aggregate. Report of Committe 
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Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 


Sulfate or Magnesium Sulfate, 837. 


Stringers. 

Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank, 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245-33). 
Report of Subcommittee I, Committee D-7, Appendix, 364. 

Strip Steel. 


Corrosion-Resisting Chromium-Nickel Steels (Sheet, Strip and Plate), 667. 
Corrosion-Resisting Chromium Steels (Sheet, Strip and Plate), 657. 
High-Strength Corrosion-Resisting Chromium-Nickel Steels (Sheet and Strip), 
677. 
Structural Clay Tile. 
See Tile. 
Structural Steel. 
_ Tentative Revisions of Standard Specifications for: 
Steel for Bridges, 1379. 
Steel for Buildings, 1380. 
Structural Rivet Steel, 1379. 
Structural Silicon Steel, 1380 
Structural Steel for Ships, 1380 r} 
Structural Timber. 

Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank, 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245 — 33). 
Report of Subcommittee I, Committee D-7, Appendix, 364. 

Sulfuric Acid Test. 

Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Summary of Proceedings. 
a Summary of the Proceedings of the Thirty-eighth Annual Meeting, 1. 


T 


Tape. 
Tentative Specifications for Insulated Wire and Cable: Class AO, 30 per cent Hevea 
Rubber Compound, 1115. 
Tentative Specifications and Tests for Friction Tape for General Use for Electrical 
Purposes, 1104. 
Tentative Specifications and Tests for Rubber Insulating Tape, 1110. 
Tear Test. 
Tentative Revision of Standard General Methods of Testing Woven Textile Fabrics, 
1407. 
Temperature, Effect of. 
See also Heat Treatment; High Temperature Materials and Tests. 
Effect of Temperature on the Properties of Metals. Report of Joint Research Com- 
mittee, 121. 
Report on Effect of Long-Time Heating With and Without Stress on Impact Resistance 
of 18 per cent Chromium, 8 per cent Nickel Steel (K9 and K19 Steel). Report of 
Joint Research Committee on Effect of Temperature on the Properties of Metals, 
Appendix, 126. 


nal Tentative Method of Test for Linear Expansion of Metals, 755. 


Tentative Method of Test for Long- Time (Creep) High- a Tension Tests 
of Metallic Materials, 1291. 


I—94 


Tentative Specifications for: 
Cold-Rolled Strip Steel, 544. 
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Tension Testing. 
A Methods of Testing (Cast Iron). Report of Subcommittee XI, Committee A-3, 77. 
Tentative Methods of Test for: 
Laminated Round Rods Used in Electrical Insulation, 1026. 
: Laminated Tubes Used in Electrical Insulation, 1030. 
_ Long- Time (Creep) High-Temperature Tension Tests of Metallic Materials, 1291. 
Physical Testing of Rubber Products (General Requirements), 1153. 
‘Sheet and Plate Materials Used in Electrical Insulation, 1067. 
Strength of Rayon Woven Fabric when Wet, 1250. 
Verification of Testing Machines, 1303. 
Tension Testing of Vulcanized Rubber, 1159. 
Tentative Specifications for: 
_ Automotive Gray-Iron Castings, 709. 
Gray-Iron Castings, 713. 
7 4 nsulated Wire and Cable: Class AO, 30 per cent Hevea Rubber Compound, 1115. 
Insulated Wire and Cable: Performance Rubber Compound, 1141. 
Textile Testing Machines, 1200. 
Tentative Revisions. 

(Revisions of Standards and Tentative Standards are given in the reports of the 
standing committees responsible and are also indexed under the subjects covered 
by them.) 

Tentative Revisions of A.S.T. M. Standards, 1371. 

Test Specimens. 

Methods of Testing (Cast Iron). Report of Subcommittee XI, Committee A-3, 77. 

Comparisons of Different Types of Specimens for Compression Tests of Mortar, by 
H. J. Gilkey and H. Walter Leavitt. Report of Committee C-9, Appendix I, 281. 

Testing Apparatus. 

See also Testing, Physical Methods of. 

7 Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 236. 

Methods of Test for Determining Volume Changes in Concrete, by Raymond E. Davis. 
Report of Committee C-9, Appendix II, 298. 

Notes on Fatigue Tests on Rotating-Beam Testing Machines. Report of the Research 
Committee on Fatigue of Metals, Appendix, 113. 

Proposed Method of Test for Oxidation Number of Lubricating Oils by the Sligh 
Method. Report of Subcommittee X, Committee D-2, Appendix I, 335. 

Tentative Methods of Verification of Testing Machines, 1303. 

Tentative Specifications for Round-Hole Screens for Testing Purposes, 1289. 

Tentative Specifications for Textile Testing Machines, 1200. 

Testing, Physical Methods of. 

(Methods of analysis, sampling, testing, etc., and revisions thereof, are also indexed 
under the materials and subjects covered by them.) 

Cement Reference Laboratory. Report of Subcommittee, Committee C-1, 236. 

“Control Chart” Method of Analysis and Presentation of Data. Supplement B 
(1935) to A.S.T.M. Manual on Presentation of Data, 1418. 

Methods of Testing. Report of Committee E-1, 486. 

igs Notes on Fatigue Tests on Rotating-Beam Testing Machines. Report of the Research 
o! Committee on Fatigue of Metals, Appendix, 113. 

Presenting + Limits of Uncertainty of an Observed Average. Supplement A (1935) 

to A.S.T.M. Manual on Presentation of Data, 1411.0 
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Proposed Method of Measurement of Average Particle Diameter of Sub-Sieve Particu- 
late Substances by Dark Field Methods. Report of Section, Committee E-1, i. 
Appendix, 505. 
Proposed Method of Test for Abrasion of Coarse Aggregate. Report of Committee 
D-4, Appendix, 350. 
Proposed Method of Test for Oxidation Number of Lubricating Oils by the Sigh 
Method. Report of Subcommittee X,(. nmittee D-2, Appendix I, 335. 
Report on Study of Microscopic Method ot Particle Size Measurement. Report of — 
Section on Sub-Sieve Sizes, Committee E-1, 497. 
Tentative Methods of Test for: 
Linear Expansion of Metals, 755. 
Long-Time (Creep) High-Temperature Tension Tests of Metallic Materials, 1291. | 
Physical Testing of Rubber Products (General Requirements), 1153. Y 
Textile Materials. 
Proposed Revisions in Tentative Standards for Textile Materials. Report of Com-— 
mittee D-13, Appendix I, 447. 
Tentative Definitions and Terms Relating to Textile Materials, 1273. 
Tentative General Methods of Test for Properties of Cotton Fibers, 1202. 
Tentative Methods of Testing and Tolerances for: 


Rayon, 1233. 

Tubular Sleeving and Braids, 1252. 

Woolen Yarns, 1263. 

Worsted Yarns, 1268. 7 
Tentative Methods of Testfor: | 


Estimating Hard Scoured Wool in Wool in the Grease, 1260. 
Fineness of Wool, 1256. 
Identification of Fibers in Textiles and for the Quantitative ny of  Tex- 
tiles, 1215. 
Pile Floor Covering, 1229. 
Shrinkage in Laundering of Silk and Rayon Woven Broad Goods, 1248. 
Strength of Rayon Woven Fabric when Wet, 1250. 
Te entative Revisions of Standard: 
: . General Methods of Testing Woven Textile Fabrics, 1407. 
: Methods of Testing and Tolerances for Cotton Sewing Threads, 1406. 


Methods of Testing and Tolerances for Hose Ducks and Belt Ducks, 1406. 
Methods of Testing and Tolerances for Tire Cord, Woven and on Cones, 1405. 
Specifications and Methods of Test for Chafer Tire Fabrics, 1404. babel 
Tentative Spec fications for Textile Testing Machines, 1200. 
Textile Materi:.s. Report of Committee D-13, 435. 
Yarn Number Conversion Table. Report of, Committee D-13, Appendix II, 452. 
Thawing Tests. 
See Freezing-and-Thawing Tests. = 
Thermometers, A.S.T.M. 
Air chamber thermometer used in Reid vapor pressure test of motor and aviation 
gasoline, Specifications for, 906. 
Open flash thermometer, Specifications for, 936. 
Pensky-Martens and Tag flash thermometer, Specifications for, 899. _ : 
Saybolt viscosimeter thermometers, Specifications for, 917. 
Water bath thermometer used in Reid vapor pressure test of motor and aviation 
gasoline, Specifications for, 905. 
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Tile. 
Hollow Masonry Building Units. Report of Committee C-10, 305. 
Tentative Methods of Sampling and Testing Structural Clay Tile, 807. e- 
Tentative Specifications for: 
Structural Clay Floor Tile, 796. 
Structural Clay Load-Bearing Wall Tile, 803. 
Structural Clay Non-Load-Bearing Tile, 800. 
Timber. 
Proposed Revision of Standard Specifications for Structural Wood, Joist and Plank, 
Beams and Stringers, and Posts and Timbers (A.S.T.M. Designation: D 245 - 33). 
Report of Subcommittee I, Committee D-7, Appendix, 364. 
The Role of Materials in Modern Housing, by John Ely Burchard, Summary of the 
Proceedings of the Thirty-eighth Annual Meeting, 14. 
Shipping Containers. Report of Committee D-10, 417. 
Specifications for Timber. Report of Subcommittee I, Committee D-7, 362. 
Tentative Specifications for Timber Piles, 868. 
Tentative Specifications for Wood to be Used as Panels in Weather Tests of Paints 


and Varnishes, 895. 
Timber. Report of Committee D-7, 361. _ 
_ Timber Preservatives. 


Tentative Revision of Standard Definitions of Terms Relating to Timber Preserva- 
tives, 1410. 
Tin. 
Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 
Corrosion in Liquids. Report of Subcommittee VII, Committee B-3, 160. 
Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee 
B-3, 167. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 
Tentative Specifications for Lead and Tin-Base Alloy Die Castings, 753. 
Tinting Strength. 
Tentative Methods of Test for Mass Color and Tinting Strength of Dry Color Pig- 
ments or Pastes, 882. 
Tentative Method of Test for Tinting Strength of White Pigments or White Pigment 
Pastes, 877. 
Tire Cord and Fabrics. 
Tentative Methods of Test for Flexing of Rubber Products, 1186. 
Tentative Revision of Standard Methods of Testing and Tolerances for Tire Cord, 
Woven and on Cones, 1405. 
Tentative Revision of Standard Specifications and Methods of Test for Chafer Tire 
Fabrics, 1404. 
Tires. 
Symposium on the Place of Materials in Automobile Roads and Rides, Summary of 
the Proceedings of the Thirty-eighth Annual Meeting, 5. 
Track Bolts. 
Tentative Specifications for Heat-Treated Carbon- and Alloy-Steel Track Bolts, 556. 
Transformer Oils. 
Tentative Method of Test for Viscosity by Means of the Saybolt Viscosimeter, 914. 
Tentative Methods of Testing Electrical Insulating Materials for Power Factor and 
Dielectric Constant, 1044. 
Tentative Revision of Standard Methods of Testing Electrical Insulating Oils, 1403. 
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Transverse Testing. 
See Flexure Testing. 

Trolley Wire. 
Copper Wire. Report of Committee B-1, 133. 
Tentative Revision of Standard Specifications for Copper Trolley Wire, 1391. 
Tentative Specifications for Bronze Trolley Wire, 740. 


Tubes. 
See also Pipe and Piping Materials. 
). Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 
ne Tentative Methods of Test for: 


Electrical Insulating Materials for Power Factor and Dielectric Constant, 1044. 
Flexible Varnished Tubing Used for Electrical Insulation, 1080. 
Laminated Tubes Used in Electrical Insulation, 1030. 
Lorg-Time (Creep) High-Temperature Tension Tests of Metallic Materials, 1291. 
its Tentative Revision of Standard Specifications for Lap-Welded and Seamless Steel and 
Lap-Welded Iron Boiler Tubes, 1384. 
Tentative Specifications for: 
 Electric-Resistance-Welded Steel and Open-Hearth Iron Boiler Tubes, 579. 


” Flexible Varnished Tubing Used in Electrical Insulation, 1003. 
Seamless Cold-Drawn Steel Heat-Exchanger and Condenser Tubes (Sizes } in. to 
-" _ but not Including 2 in. in Outside Diameter), 585. 
Seamless Low-Carbon-Steel Still Tubes for Refinery Service, 590. 
Tung Oil. 
ee Tentative Revision of Standard Specifications for Raw Tung Oil, 1397. 
Turbidimeter. 
onl Tentative Method of Test for Fineness of Portland Cement by Means of the Turbid- © 
-Imeter, 777. 
V 
ig- Valves. 
Tentative Specifications for Alloy-Steel Castings for Valves, Flanges and Fittings for 
nt Service at Temperatures from 750 to 1100 F., 597. 
Tentative Specifications for Forged or Rolled Alloy-Steel Pipe Flanges, Forged Fittings, 
and Valves and Parts for Service at Temperatures from 750 to 1100 F., 616. 
rd, Vapor Pressure. 
Tentative Method of Test for Vapor Pressure of Motor and Aviation Gasoline (Reid 
ire Method), 903. 
Varnish. 
Preservative Coatings for Structural Materials. Report of Committee D-1, 314. 
of Tentative Methods of Test for: 
Flexible Varnished Tubing Used for Electrical Insulation, 1080. 
Oleo-Resinous Varnishes (Skinning Test, Alkali Resistance, Acid Number), 887. 
56. Varnishes Used for Electrical Insulation, 1084. e 
Tentative Specifications for Flexible Varnished Tubing Used in Electrical Insula- 
tion, 1003. 
nd Tentative Specifications for Wood to be Used as Panels in Weather Tests of Paints 7 
and Varnishes, 895. 


| 


Tentative Methods of Test for: 
Emulsified Asphalts, 923. 
Soluble Nitrocellulose Base Solutions, 889. 
Varnishes Used for Electrical Insulation, 1084. 
Viscosity by Means of the Saybolt Viscosimeter, 914. 
Viscosity-Gravity Number. 
a Diesel-Fuel-Oil Classification. Report of Committee D-2, Appendix II, 340. 
Voids. 
Tentative Method of Test for Determination of Voids in Coarse Aggregate for Con- 
crete (Dry Rodded), 846. 
Volume Change. 
Methods of Test for Determining Volume Changes in Concrete, by Raymond E. Davis. 
Report of Committee C-9, Appendix II, 298. 
Tentative Method of Test for Shrinkage Factors of Soils, 978. 
Tentative Methods of Testing Solid Filling and Treating Compounds Used for Elec- 
trical Insulation, 1006. 


Vulcanized Rubber. 
See Rubber Products. _ 
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Viscosity. 
See also Consistency; Penetration. 


Water. 
See also Absorption; Moisture. 
Problems in the Standardization of Methods for Sampling Water for Industrial Pur- 
poses. Report of Committee D-19, Appendix, 481. 
Tentative Methods of Testing Emulsified Asphalts, 923. 
Water for Industrial Uses. Report of Committee D-19, 479. 
_ Water Gas Tar. 


Tentative Revision of Standard Definitions of Terms Relating to Timber Preserva- 
tives, 1410. 


See Asphalt. ~ 
Weathering. 


See also Corrosion. 

Accelerated Weathering Tests. Report of Subcommittee VIII, Committee D-8, 397. 

Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 

Comparison of Natural Weathering with Laboratory Tests of Clay Brick, by D. E. 
Parsons. Report of Subcommittee XI, Committee C-3, Appendix II, 252. 

The Relation of Freezing-and-Thawing Resistance to Physical Properties of Clay and 
Shale Building Brick, by J. W. McBurney. Report of Subcommittee XI, Com- 
mittee C-3, Appendix I, 247. 

Statement on principles of testing paints and combinations of paints on steel panels 
(with particular reference to submerged conditions), 322. 

Tentative Method of Test for Soundness of Coarse Aggregates by Use of Sodium 
Sulfate or Magnesium Sulfate, 837. 

ie: Tentative Method of Test for Soundness of Fine Aggregates by Use of Sodium Sulfate 
or Magnesium Sulfate, 842. 

Tentative Specifications for Wood to be Used as Panels in Weather Tests of Paints 

and Varnishes, 895. 


sa Weathering and Porosity (of Brick). Report of Subcommittee XI, Committee C-3, 
243. 
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Weight. 
Tentative Methods of Sampling and Testing Structural Clay Tile, 807. 
Weight of Coating Test. 
Tentative Specifications for Lead-Coated Copper Sheets, 746. 
Welding. 
Tentative Revisions of Standard Specifications for: 7 Ss 
Steel for Bridges, 1379. 
Steei for Buildings, 1380. 7 
Structural Silicon Steel, 1380. 
Tentative Specifications for: 
Carbon-Steel Plates for Boilers and Other Pressure Vessels for Stationary Serv- 
ice, 527. 
Electric-Resistance-Welded Steel and Open-Hearth Iron Boiler Tubes, 579. 
_ High Tensile Strength Carbon-Steel Plates for Fusion-Welded Pressure Vessels 
(Plates over 2 in. up to and Including 4 in. in Thickness), 539. 
High Tensile Strength Carbon-Steel Plates for Pressure Vessels (Plates 2 in. and 
Under in Thickness), 534. 
Wheels. 
Tentative Revision of Standard Specifications for Wrought Solid Carbon-Steel Wheels 
for Electric Railway Service, 1377. 
Wire. 
Atmospheric Exposure Tests on Non-Ferrous Screen Wire Cloth, by G. W. Quick. 


Report of Committee D-14, Appendix, 458. 
Copper Wire. Report of Committee B-1, 133. ee 
Screen Wire Cloth. Report of Committee D-14, 457. 
Specifications for Metallic-Coated Products. Report of Subcommittee VI, Com- 


mittee A-5, 86. 
Tentative Revision of Standard Specifications for Copper Trolley Wire, 1391. _ 


Tentative Specifications for: 
Bare Stranded Copper Cable: Hard, Medium-Hard or Soft, 736. 
Bronze Trolley Wire, 740. 
Copper-Silicon Alloy Wire for General Purposes, 750. 
Insulated Wire and Cable: Class AO, 30 per cent Hevea Rubber C or 1115. 
Insulated Wire and Cable: Performance Rubber Compound, 1141. 
Wood 


See Timber. 
Wool. 


Tentative Methods of: 
Estimating Hard Scoured Wool in Wool in the Grease, 1260. 
Identification of Fibers in Textiles and for the Quantitative Analysis of Tex- 
tiles, 1215. 
Test for Fineness of Wool, 1256. 
Testing and Tolerances for Woolen Yarns, 1263. 
Testing and Tolerances for Worsted Yarns, 1268. 
Textile Materials. Report of Committee D-13, 435. 
Yarn Number Conversion Table. Report of Committee D-13, Appendix II, 452. | 
Wrought Iron. 
Corrosion of Iron and Steel. Report of Committee A-5, 81. 
Proposed Revisions in Tentative Standards for Wrought Iron. Report of Committee- 
A-2, Appendix, 73. 
Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319 
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_ Wrought Iron (Continued): 

Tentative Revisions of Standard Specifications for: 
Common Iron Bars, 1388. 
Hollow Rolled Staybolt Iron, 1389. 
Refined Wrought-Iron Bars, 1388. 
Staybolt, Engine-Bolt and Other High-Grade Wrought-Iron Bars, 1388. 
Wrought-Iron Rolled or Forged Blooms and Forgings for Locomotives and 

Cars, 1388. 

Tentative Specifications for: 
Electric-Resistance-Welded Steel and Open-Hearth Iron Boiler Tubes, 579. 
Uncoated Wrought-Iron Sheets, 701. 
Wrought-Iron Plates, 690. 
Wrought-Iron Rivets and Rivet Rounds, 696. 
Zinc-Coated (Galvanized) Wrought-Iron Sheets, 704. 

‘Wrought Iron. Report of Committee A-2, 70. 
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X-ray. 
_ Fatigue of Metals. Report of the Research Committee, 111. ae 
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Yarns. 
Tentative Methods of Testing and Tolerances for: 


Rayon, 1233. 
Woolen Yarns, 1263. 
Worsted Yarns, 1268. 


Yarn Number Conversion Table. Report of Committee D-13, Appendix IT, 452. 
Yield Strength. 
Tentative Definitions of Terms Relating to Methods of Testing, 1315. 


Zinc. 

See also Galvanizing. 

Atmospheric Corrosion of Non-Ferrous Metals and Alloys. Report of Subcommittee 
VI, Committee B-3, 142. 

Description of the photographic inspection of die-cast specimens exposed for 4 years 
at six outdoor locations, 214. 

Exposure and Corrosion Tests. Report of Subcommittee V, Committee B-6, 190. 
Discussion, 227. 

Galvanic and Electrolytic Corrosion. Report of Subcommittee VIII, Committee 
B-3, 167. 

Report on inspections of metallic coatings on hardware, structural shapes, tubular 
goods, etc., exposed to atmosphere on test racks at five locations, 94. 

Tentative Method of Quantitative Spectrochemical Analysis of Zinc Alloy Die Castings 
for Minor Constituents and Impurities, 1362. 

Tentative Method of Quantitative Spectrochemical Analysis of Zinc for Lead, Iron 
and Cadmium, 1357. 

Tentative Recommended Practice for Metallographic Testing of Ferrous and Non- 
Ferrous Metals, 1319. 

Tentative Revision of Standard Specifications for Slab Zinc (Spelter), 1391. 

Tentative Specifications for Electrodeposited Coatings of Zinc on Steel, 682. 

Tentative Specifications for Zinc-Coated (Galvanized) Wrought-Iron Sheets, 704. 
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Zinc Pigments. 
Proposed Method of Measurement of Average Particle Diameter of Sub-Sieve Particu- 
late Substances by Dark Field Methods. Report of Section, Committee E-1, 
Appendix, 505. 
Report on Study of Microscopic Method of Particle Size Measurement. Report of 
Section on Sub-Sieve Sizes, Committee E 1, 497. j 
Tentative Method of Test for Comparative Hiding Power of White Pigments, 874. 
Tentative Method of Test for Tinting Strength of White Pigments or White Pigment 
Pastes, 877. 
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